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1 5092 X 13.33
2 5094 X X 10.67
3| 509 X 6.67
4 51 X X 10.67
5| 51.05 X X 13.33
6| 5123 X X 13.33
7| 513 X 5.33
8 5137 X X 13.33
of 5143 X X 13.33

0] 5154 X X 10.67

| 5162 X X 10.67

2] 5169 X 5.33

B 517 X 5.33

14| 5173 X X 13.33

B 5177 X 5.33

6] 5178 X X 26.67

7] 5207 X 13.33

8] 5213 X 13.33

9] 5223 X 13.33

20 5235 X X 10.67

21 52.36 X X 26.67

2| 52.38 X X 40.00

B[ 524 X 13.33

24| 5044 X X 10.67

25| 5246 X 5.33

26| 5247 X 13.33

27| 5248 X X 10.67

28 5249 X 5.33

20 5256 X 5.33

30 5257 X 5.33

3| 5262 X 5.33

32 53.09 X X 13.33

33 53.19 X X 13.33

3| 5326 X X 16.00

35 5327 X X 13.33

36| 53.31 X X 10.67

37 53.32 X 6.67

38 53.33 X 13.33

39 53.34 X 5.33

40 534 X X 10.67

41 5341 X X 10.67

42 5345 X X 10.67

43| 535 X X 10.67

44 5355 X 4.00

45 536 X X 26.67

46| 5363 X 5.33

475377 X 5.33

48 5414 X 13.33

49 545 X X 10.67

50 54.85 X X 13.33
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WB LEFT RIGHT S.Y.

51 50.95 X 5.33
52 51 X X 10.67
53 51.02 X X 10.67
54 51.03 X 5.33
55 51.25 X 5.33
56 51.3 X 5.33
57 51.35 X 100.00
58 51.4 X X 160.00
59 51.43 X 5.33
60 51.45 X X 13.33
61 51.46 X 53.33
62 51.6 X X 10.67
63 51.85 X X 10.67
64 51.95 X X 10.67
65 52 X 5.33
66 52.24 X X 10.67
67 52.25 X X 10.67
68 52.38 X X 10.67
69 52.4 X 5.33
70 52.44 X 5.33
71 52.48 X X 10.67
72 52.52 X X 10.67
73 52.55 X X 10.67
74 52.85 X 5.33
75 52.62 X X 10.67
76 52.68 X 6.67
77 52.78 X 8.00
78 52.83 X 5.33
79 52.96 X 5.33
80 52.97 X X 13.33
81 52.98 X X 10.67
82 53.27 X X 16.00
83 53.5 X X 10.67
84 53.8 X 5.33
85 53.87 X X 10.67
86 53.9 X 5.33
87 53.95 X 5.33
88 54.27 X X 10.67
89 54.3 X 5.33
90 54.38 X 13.33
91 54.4 X X 10.67
92 54.6 X 5.33
93 54.78 X X 10.67
%4 54.8 X 5.33
95 54.98 X 13.33
SUBTOTAL| 1262.67

CONTIN. [ 240.00
TOTAL | 1502.67

FULL DEPTH REPAIR NOTE(S):

1. ALL FULL DEPTH REPAIRS (FDR) EXCAVATED DURING A WORK SHIFT SHALL BE FILLED TO THE EXISTING PAVEMENT SURFACE
DURING THAT SAME WORK SHIFT. NO REPAIR SHALL BE LEFT OPEN BEYOND THE END OF THE SHIFT. THE CONTRACTOR
SHALL PLAN ITS OPERATIONS ACCORDINGLY.

2. ALL FULL DEPTH REPAIRS ARE APPROXIMATE IN LOCATION AND SIZE AND MAY BE ADJUSTED BY THE CHIEF ENGINEER.

3. TYPE 2 AGGREGATE DRAINS WILL BE INSTALLED AT ALL FULL DEPTH REPAIRS GREATER THAN OR EQUAL TO 10" IN LENGTH

S Q ) &

o =
5P 302 SHALLBE FROM TE BOTTOM OF TiE EXISTING CONCRETE PAVENERT T0 VEL 0 WILTED
SURFACE. THE REMAINING AREA SHALL BE PAVED WITH SP 405_ASPHALT INTERMEDIATE COURSE, PG 6422 AND LEFT NO
MORE THAN 1 /2 ABOVE THE LEVEL WITH THE EXISTING PAVEMENT SURFACE. THE COST OF THE SP 402 WILL BE CONSIDERED
451

. A CONTINGENCY QUANTITY OF 150 C.Y. OF SP 302—ASPHALT CONCRETE BASE COURSE, PG 64—22, AS PER PLAN HAS BEEN
ADDED TO THE PLANS TO ALLOW FOR THE POTENTIAL VARIABLE FULL DEPTH REPAIR IN EXCESS OF THE ESTIMATED 15.25 INCH
TOTAL THICKNESS. PAYMENT FOR THIS ITEM SHALL INCLUDE ALL LABOR, EQUIPMENT, MATERIALS, REMOVAL OF EXCESS

MATERIAL AND DISPOSAL, AND INCIDENTALS NECESSARY TO PROVIDE THE ADDITIONAL SP 302 BEYOND PLAN.
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