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NOTES:

1. THE INTENT OF THIS PROJECT IS TO REPAIR THE BRIDGE DECK TO ELIMINATE ALL

ACTIVE SPALLING AND PROVIDE A SERVICE LIFE OF APPROXIMATELY THREE YEARS.

THE HATCHED REGIONS SHOWN ON THIS PLAN HAVE BEEN IDENTIFIED AS THE

APPROXIMATE LIMITS OF THE UNSOUND AREAS NEEDING REPAIRED TO MEET THE

PROJECT INTENT. IT IS NOT THE PROJECT INTENT TO REPAIR ALL UNSOUND AREAS

PREVIOUSLY MARKED OR FOUND ON THE BRIDGE. THE CONTRACTOR SHALL ONLY

REPAIR THE BRIDGE DECK IN THE AREAS SHOW ON THIS PLAN AND AS DIRECTED BY

THE FIELD ENGINEER. PATCHING AREAS SHALL BE VERIFIED USING CONCRETE

SOUNDING DURING CONSTRUCTION. SOUND, LOCATE, AND MARK OFF DISINTEGRATED

CONCRETE IN THE HATCHED AREAS SHOWN, TO THE SATISFACTION OF THE FIELD

ENGINEER. APPROXIMATE TOTAL PATCHING IS SHOWN IN TABLE 1 . THESE QUANTITIES

HAVE BEEN CARRIED THROUGH TO THE ESTIMATED QUANTITIES FOR BIDDING

PURPOSES, WITH A CONTINGENCY ADDED TO ACCOUNT FOR UNFORESEEN

DETERIORATION.  PAYMENT SHALL BE MADE PER THE ACTUAL APPROVED AND

INSTALLED QUANTITIES.

2. FOR PATCHING AREAS AT ENDS OF BRIDGE, CONTRACTOR SHALL PROTECT EXISTING

JOINTS AND JOINT ARMOR FROM DAMAGE. PATCH MATERIAL SHALL BE POURED FLUSH

WITH EXISTING JOINT ARMOR.

LEGEND:

DECK REGION CONTAINING UNSOUND CONCRETE TO BE PARTIAL DEPTH

PATCHED PER ITEM SPECIAL- PATCHING CONCRETE  BRIDGE DECK, TYPE A. SEE

NOTES.

DECK REGION CONTAINING UNSOUND CONCRETE TO BEFULL DEPTH PATCHED

PER ITEM 847 - FULL DEPTH REPAIR. SEE NOTES.

TABLE 1: APPROXIMATE PATCH DIMENSIONS

PATCH NO.

FULL DEPTH

(CY)

PARTIAL DEPTH

(SY)

X= DIST. TO CENTER OF PATCH FROM

REAR ABUTMENT (FT.)

1 0.3 0.0 0

2 0.5 6.2 13

3 10.6 14.6 29

4 2.9 17.4 63

5 10.5 0.0 130

6 3.9 21.6 140

7 2.7 11.1 161

8 5.9 0.0 182

9 0.8 7.3 190

10 6.7 20.0 215

11 0.2 0.0 203

12 1.9 12.7 220

13 0.4 0.0 239

14 0.3 4.9 241

15 0.1 0.0 259

16 2.3 14.1 282

17 3.2 0.0 300

APPROX.

TOTAL

53 130
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