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(2)4”8 PVC COATED
RIGID METAL CONDUIT
RISER WITH GOOSE NECK

(2)4” @ CONDUIT

TO GROUND CABINETS

GENERAL:
1.  REFERENCE SHEET 1132.
NOTES:

1. THE CONTRACTOR SHALL COIL 5'-0" OF AVI ANTENNA
CABLE AT EACH LOCATION. TCS INTEGRATOR SHALL
MOUNT NEW AVI IN LOCATION AS SHOWN IN PLAN.

2. THE CONTRACTOR SHALL COIL 5'-0" OF LIDAR CABLE
AT EQUIPMENT LOCATION. TCS INTEGRATOR SHALL
MOUNT AND TERMINATE EQUIPMENT.

3. THE CONTRACTOR SHALL COIL 5'-0" OF VES CAMERA
CABLE AT EQUIPMENT LOCATION. TCS INTEGRATOR
SHALL MOUNT AND TERMINATE EQUIPMENT.

4. PELCO BRACKET SUPPORT SYSTEM PROVIDED AND
INSTALLED BY TCS INTEGRATOR.
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LSEXISTING CcANOPY-

CONDUIT RISER TO EXTEND
6" INTO CANOPY SKIN

OHIO
TURNPIKE,

\—POWER CABLE TO EACH
CAMERA WHEN REQUIRED.
SEE SITE PLANS FOR
CAMERA LOCATION TYP.

COAXIAL CABLES TO
CANOPY ANTENNAS,
AND DATA CABLE TO

EACH CAMERA WHEN

REQUIRED. SEE SITE \

PLANS FOR ANTENNA — [ PROVIDE 17
NUMBER, LOCATIONS, N CONDUITS FOR
AND CAMERA CANOPY LIGHTING
LOCATIONS, TYP. AND LED SIGN
CIRCUITS ROUTED
70 PANELS IN
BUILDING.

EXISTING STEEL
CANOPY COLUMN, TYP.

CLAMP, AS PER ODOT
632.20, TO BE
INCLUDED WITH PRICE
OF RISER, TYP.

CONDUIT RISER, 1”
LU/ DIAMETER, AS PER
PLAN (WMITHOUT
WEA THERHEAD)
CONDUIT RISER, 4”
DIAMETER, AS PER
PLAN (WMITHOUT
y WEA THERHEAD)
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CANOPY RISER DETAIL
SCALE:N.T.S.
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