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GENERAL NOTES 

1. FOR LIGHTING SCHEDULE, SEE SHEET E128. 
2. FOR TYPICAL TOLLBOOTH PANELBOARD SCHEDULES, 

SEE SHEET E124.
3. ALL CONDUIT IN CANOPY AND EXPOSED ON 

COLUMNS SHALL BE RIGID GALVANIZED 
STEEL. (TYPICAL).

4. ALL CONDUIT LOCATED ON COLUMNS, SHALL BE 
PAINTED TO MATCH COLUMNS. (TYPICAL).

5. CANOPY LIGHT FIXTURE AND LANE LIGHTS SHALL 
BE CENTERED ABOVE EACH LANE CENTERLINE, 
SEE ARTHITECTURAL DRAWINGS.

1 LIGHTING FIXTURE 'J' SHOWN ON THE SOUTHERN
CANOPY LIGHTING PLAN SHALL BE CONNECTED TO
CIRCUIT INDICATED IN PANEL LP LOCATED IN THE
MAIN BUILDING. ROUTE CIRCUIT DOWN COLUMN
NEAREST THE BUILDING TO PULLBOX TO PANEL.
SEE CANOPY RISER DETAIL ON I114.

2 EACH LIGHTING FIXTURE 'K' SHALL BE CIRCUIT TO
APPROPRIATE TOLLBOOTH LANE CONTROLLER AND
SWITCH.

3 LANE CONTROL SIGNAL SHALL BE CONTROLLED BY
2 – POSITION SELECTOR SWTICH LOCATED IN
TOLLBOOTH. PROVIDE 3# 12+1# 12GND IN 1”C RUN IN
CANOPY CEILING TO LANE CONTROLLER IN
BOOTHCABINATE. PROVIDE 2# 12+1# 12 GND FOR
PLYON LIGHTS.

4 WIRELESS ACCESS POINT, MOUNTED TO
UNDERSIDE OF CANOPY.

5 PROVIDE JUNCTION BOXES PER LANE IN THE
CANOPY FOR TOLLING EQUIPMENT SEE EXIT LANE
OVERHEAD EQUIPMENT PLAN ON SHEET-I118.

6 LIGHTING FIXTURE 'J' SHOWN ON THE NORTHERN
CANOPY LIGHTING PLAN SHALL BE CONNECTED TO
CIRCUIT INDICATED IN PANEL SBP LOCATED IN THE
SECONDARY BUILDING. ROUTE CIRCUIT DOWN
COLUMN NEAREST THE BUILDING TO PULLBOX TO
PANEL. SEE CANOPY RISER DETAIL ON I114.

7 PROVIDE SPARE CONDUIT ROUTED UP COLUMN
INTO CANOPY. SEE DETAIL ON SHEET I134.

KEY NOTES:
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