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LORAIN AND CUYAHOGA COUNTY

OHIO TURNPIKE AND INFRASTRUCTURE COMMISSION
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ITEM TOTAL UNIT DESCRIPTION M.P. 151.3 M.P. 152.3 MP 153.9
GENERAL
IB.ART.6 LUMP LUMP SUM PREMIUM FOR CONTRACT PERFORMANCE BOND AND PAYMENT BOND LUMP LUMP LUMP
SP 614 LUMP LUMP SUM MAINTAINING TRAFFIC LUMP LUMP LUMP
SP 619 LUMP LUMP SUM FIELD OFFICE LUMP LUMP LUMP
SP 623 LUMP LUMP SUM CONSTRUCTION LAYOUT SURVEY LUMP LUMP LUMP
624 LUMP LUMP SUM MOBILIZATION LUMP LUMP LUMP
ROADWAY
201 LUMP LUMP SUM CLEARING AND GRUBBING LUMP LUMP LUMP
202 1,083 SQ. YD. PAVEMENT REMOVED AN 724 - 359
g 202 32 SQ. YD. CONCRETE MEDIAN REMOVED - 32 -
202 159 FOOT CURB REMOVED - 80 79
202 891 FOOT GUARDRAIL REMOVED 185 408 298
203 5 CcuU. YD. EXCAVATION 5 - -
203 260 Ccu. YD. EMBANKMENT 260 - -
204 1,314 SQ. YD. SUBGRADE COMPACTION 781 127 406
204 0.48 HOUR PROOF ROLLING 0.30 0.04 0.14
254 582 SQ. YD. PAVEMENT PLANING ASPHALT CONCRETE (T=3") - 582 -
301 48 CU. YD. ASPHALT CONCRETE BASE, PG 64-22 - - 48
SP 302 186 CU. YD. ASPHALT CONCRETE BASE 186 - -
SP 304 213 CU. YD. AGGREGATE BASE 129 20 64
407 254 GALLON NON-TRACKING TACK COAT 116 93 45
441 30 CU. YD. ASPHALT CONCRETE SURFACE COURSE, TYPE 1, (448), PG64-22 - 20 10
441 50 CuU. YD. ASPHALT CONCRETE INTERMEDIATE COURSE, TYPE 2, (448) - 36 14
442 30 CU. YD. ASPHALT CONCRETE SURFACE COURSE, 12.5 MM, TYPE A (446) 30 - -
442 35 CU. YD. ASPHALT CONCRETE INTERMEDIATE COURSE, 19 MM, TYPE A (446) 35 - -
601 89 CU. YD. ROCK CHANNEL PROTECTION, TYPE B WITH GEOTEXTILE FABRIC 89 - -
601 140 SQ. YD. TIED CONCRETE BLOCK MAT WITH TYPE 2 UNDERLAYMENT - - 140
SP 605 171 FOOT 6" BASE PIPE UNDERDRAIN WITH GEOTEXTILE FABRIC (18" DEPTH) 171 - -
606 550 FOOT GUARDRAIL, TYPE MGS 300 250 -
606 200 FOOT GUARDRAIL, TYPE MGS WITH LONG POSTS - - 200
606 8 EACH MGS BRIDGE TERMINAL ASSEMBLY, TYPE 1 - 4 4
606 2 EACH ANCHOR ASSEMBLY, MGS TYPE T 2 - -
607 40 FOOT FENCE, TYPE 47, AS PER PLAN 40 - -
608 240 SQ. FT. 4" CONCRETE WALK - - 240
609 80 FOOT CURB, TYPE 4-C - 80 -
609 105 FOOT CURB, TYPE 6 - - 105
609 32 SQ. YD. CONCRETE MEDIAN - 32 -
611 EACH CATCH BASIN ADJUSTED TO GRADE - 4 -
SP 614 2 EACH WORK ZONE IMPACT ATTENUATOR (UNIDIRECTIONAL) 2 - -
SP 614 EACH WORK ZONE IMPACT ATTENUATOR (BIDIRECTIONAL) - 4 -
SP614C 125 MILE REMOVAL OF PAVEMENT MARKINGS 0.86 0.39 -
614 1 EACH SPECIAL - WORK ZONE TRAFFIC SIGNAL - 1 -
615 32 SQ. YD. PAVEMENT FOR MAINTAINING TRAFFIC, CLASS A - 32 -
620 16 EACH REMOVAL OF DELINEATOR - 16 -
620 16 EACH DELINEATOR, POST SURFACE MOUNTED - 16 -
625 6 EACH CONNECTION, FUSED PULL APART 6 - -
625 2 EACH CONNECTION, UNFUSED BOLTED 2 - -
625 EACH DISCONNECT CIRCUIT 2 - -
625 150 FOOT CONDUIT, 2", 725.04 150 - -
625 150 FOOT TRENCH 150 - -
625 786 FOOT DISTRIBUTION CABLE REMOVED 786 - -
625 2 EACH PULL BOX REMOVED AND REPLACED 2 - -
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