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315 L.F. 48" CONDUIT

TYPE A, 706.02 @ 0.41%

30 L.F. 48" CONDUIT

TYPE A, 706.02 @ 0.41%

PROPOSED FLARED

END SECTION
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PROPOSED FLARED
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MANHOLE, NO. 3,

AS PER PLAN

STA. 193+98.55, 144.55' RT.

T/C EL. 946.23

6" (W) EL. 937.52

48 (N) EL. 933.27

48 (S) EL. 933.27

ROCK CHANNEL

PROTECTION, TYPE C

WITH FILTER

(8' W x 11' L x 18" D)
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DRAINAGE AREA: 22.34 ACRES

Q(50): 58.31 CFS

HW(50): 937.92 FT.

V(50): 8.23 FPS

Q(100): 64.61 CFS

HW(100): 938.13 FT.

V(100): 8.43 FPS

HYDRAULIC DESIGN DATA

SIZE: 48"

TYPE: REINFORCED CONCRETE CIRCULAR PIPE

LENGTH: 361 L.F.

PROPOSED STRUCTURE

DESIGN SERVICE LIFE: 75 YR.

SIZE: 48"

TYPE: CORRUGATED METAL PIPE

LENGTH: 200 L.F.

EXISTING STRUCTURE

DATE BUILT: 1954

970

960

950

940

930

920

970

960

950

940

930

920

ESTIMATED QUANTITIES

CARRIED TO GENERAL SUMMARY ON SHEET 162

ITEM TOTAL UNIT DESCRIPTION

202 200 FT.
PIPE REMOVED, OVER 24"

202 2 EACH HEADWALL REMOVED

601 4.89 CU. YD.

ROCK CHANNEL PROTECTION,

TYPE C WITH FILTER

SP 611 1 EACH

MANHOLE, NO. 3,

AS PER PLAN

SP 611 345 FT.
48" CONDUIT, TYPE A, 706.02

SPECIAL 2 EACH

48" PRECAST CONCRETE

END SECTION

503 1 LUMP

COFFERDAMS AND EXCAVATION

BRACING (CULVERT #2)

HORIZONTAL

SCALE IN FEET
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