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OHIO TURNPIKE AND INFRASTRUCTURE COMMISSION
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1. 48" OUTLET PIPE NOTCHED AT 938.5 - =
2. SEPARATION OF NOTCHES, 18" MIN ~ NOTES: O ©°
3. NOTCHES FACING GENERALLY N/NE + 2 1. STAFF GAGE TO INCLUDE A TWO-INCH DIAMETER GALVANIZED w
4. THE QUANTITY OF 1 EACH FOR ITEM SPECIAL - WETLAND OUTLET STRUCTURE IS s STEEL POST 7-6" LONG, AND A 4-INCH WIDE AND 34" LONG o u
CARRIED TO THE GENERAL SUMMARY. 1 _ELEV=930.0 RIVETED STEEL USGS STYLE A STAFF GAGE WITH GROMMETED ¥ <
5. THE CONTRACTOR SHALL USE LDR-48 48" ROUND TOP-MOUNT TRASH RACK FROM HOLES FOR FASTENING TO STEEL POST WITH GALVANIZED o o
TRASHRACKS.COM OR APPROVED EQUAL AND THE RACK SHALL BE BOLTED TO THE NO. 1S AND 2'S WITH 48" SCREWS. MONITORING WELL SHALL BE INSTALLED PER U.S. ARMY
WETLAND OUTLET STRUCTURE. PRIOR TO INSTALLATION, THE CONTRACTOR WILL FABRIC AT THE BOTTOM CORPS OF ENGINEERS GUIDANCE AVAILABLE ON THE INTERNET AT
PROVIDE THE CHIEF ENGINEER WITH SHOP DRAWINGS FOR REVIEW AND APPROVAL HTTPS://WWW.SPA.USACE.ARMY.MIL/PORTALS/16/DOCS/
THAT DETAIL THE WETLAND OUTLET STRUCTURE, INCLUDING NOTCHES FOR OVERFLOW, SECTION VIEW EMERGENCYMGMT/2012-STAFF_GAGE_SETUP-INSTRUCTIONS.PDF
TRASH RACK AND METHOD OF ATTACHMENT, OUTLET CULVERT, AND OTHER ITEMS N.T.S. ﬂ
INCLUDED IN THIS PAY ITEM. SP611 - WETLAND OUTLET STRUCTURE \.17./
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