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613

SHEET NUMBER

ITEM

GRAND

TOTAL

UNIT DESCRIPTION

REF.

NO.

24 25 26 28 41 46 47 131 132 133

MAINTENANCE OF TRAFFIC

4,756 1,304 2,223
254

8,283
SY

PAVEMENT PLANING, ASPHALT CONCRETE (1-1/2")

2 SPECIAL 2 EACH EXISTING CROSSOVER TO BE CLOSED / RE-OPENED

199 54 93 SP 404 346 CU YD
ASPHALT CONCRETE SURFACE COURSE, USING CRUSHED STONE, PG 64-22

357 98 167 407 622 GAL NON TRACKING TACK COAT

1,044
606

1,044
FT

GUARDRAIL, TYPE MGS

5 606 5 EACH
ANCHOR ASSEMBLY, MGS TYPE E

3 606 3 EACH
ANCHOR ASSEMBLY, MGS TYPE T

2 606 2 EACH
MGS BRIDGE TERMINAL ASSEMBLY, TYPE 1

240 SPECIAL 240 FT RUMBLE STRIPS

20 614 20 EACH

WORK ZONE IMPACT ATTENUATOR FOR 24" WIDE HAZARDS (UNIDIRECTIONAL)

20 614 20 EACH REPLACEMENT SIGN

3 614 3 EACH WORK ZONE CROSSOVER LIGHTING SYSTEM

300 614 300 CU YD ASPHALT CONCRETE FOR MAINTAINING TRAFFIC

1,435
614

1,435
EACH

OBJECT MARKER, ONE WAY

2,154
614

2,154
EACH

OBJECT MARKER, TWO WAY

9.04 614 9.04 MILE
WORK ZONE EDGE LINE, CLASS I, 642 PAINT (4")

46.25 614 46.25 MILE
WORK ZONE EDGE LINE, CLASS I, 642 PAINT (6")

3,056
614

3,056
FT

WORK ZONE CHANNELIZING LINE, CLASS I, 642 PAINT (8")

4,958
614

4,958
FT

WORK ZONE DOTTED LINE, CLASS I, 642 PAINT (4")

2,900
614

2,900
DAY

PORTABLE CHANGEABLE MESSAGE SIGN, AS PER PLAN
26

LS 614 LS
MAINTAINING TRAFFIC, MISC.: COFFERDAMS AND EXCAVATION BRACING

28

18,000
SP 614

18,000
HOUR ZONE PERSON

15.81 SP 614B 15.81 MILE
WORK ZONE WHITE EDGE LINE, 4 INCH

14.80 SP 614B 14.80 MILE
WORK ZONE YELLOW EDGE LINE, 4 INCH

1.76 SP 614B 1.76 MILE
WORK ZONE WHITE EDGE LINE, 6 INCH

2.05 SP 614B 2.05 MILE
WORK ZONE YELLOW EDGE LINE, 6 INCH

4,052
SP 614B

4,052
FT

WORK ZONE CHANNELIZING LINE, 8 INCH

3,025
SP 614B

3,025
FT

WORK ZONE DOTTED LINE, 4 INCH

24.2 SP 614C 24.2 MILE REMOVAL OF PAVEMENT MARKING

11,305
615

11,305 SQ YD PAVEMENT FOR MAINTAINING TRAFFIC, CLASS A

1,879
615

1,879 SQ YD PAVEMENT FOR MAINTAINING TRAFFIC, CLASS A, AS PER PLAN
26

5,510
615

5,510
SQ YD

PAVEMENT FOR MAINTAINING TRAFFIC, CLASS A, AS PER PLAN 1
26

6,000
616

6,000
MGAL WATER

50 SP 621 50 EACH RAISED PAVEMENT MARKER -  STIMSONITE MODEL 101 LPCR

50 SP 621 50 EACH REPLACEMENT PRISMATIC RETRO-REFLECTOR

50 SP 621 50 EACH REPLACEMENT RAISED PAVEMENT MARKER CASTING - STIMSONITE MODEL 101 LPCR

300 SP 622 LUMP
PORTABLE BARRIER (WITH GLARE SCREEN)

300 SP 622 LUMP
PORTABLE BARRIER (WITHOUT GLARE SCREEN)

2,458
SP 626A

2,458
EACH

CONSTRUCTION ZONE MARKER, ONE-WAY MODEL, WHITE

2,213
SP 626A

2,213
EACH

CONSTRUCTION ZONE MARKER, ONE-WAY MODEL, YELLOW

500 630 500 SQ FT
SIGNING MISC.: ADDITIONAL SIGNS WITH SUPPORTS, AS DIRECTED BY THE CHIEF ENGINEER

2,400
SPECIAL

2,400
FT "SNAP" MILL AND FILL

10 SPECIAL 10 EACH
SPEED MEASUREMENT MARKINGS, AS PER PLAN

26

19
1

4

4

3

3

4

3

3

4


