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UTILITY NOTES UTILITIES NOTIFICATION AND UNDERGROUND UTILITIES AT LEAST TWO WORKING DAYS PRIOR TO COMMENCING CONSTRUCTION OPERATIONS IN AN AREA WHICH MAY INVOLVE UNDERGROUND UTILITY FACILITIES, THE CONTRACTOR SHALL NOTIFY THE CHIEF ENGINEER, THE REGISTERED UTILITY PROTECTION SERVICE, THE OHIO TURNPIKE MAINTENANCE DEPARTMENT, AND THE OWNERS OF ANY UNDERGROUND UTILITY FACILITY IN THE AREA FOR UTILITY STAKING. THE MARKING OR LOCATING OF UTILITIES THROUGH THE UTILITY PROTECTION SERVICE SHALL BE COORDINATED TO STAY APPROXIMATELY TWO DAYS AHEAD OF THE COMMISSION. THE CONTRACTOR SHALL CONTACT THE COMMISSION TO MARK ALL OF THEIR FACILITIES. EXISTING SITE UTILITIES DETAILS AND DIMENSIONS SHOWN IN THESE PLANS PERTAINING TO EXISTING UTILITIES HAVE BEEN OBTAINED FROM PLANS OF THE EXISTING FACILITIES AND DO NOT NECESSARILY REPRESENT AS-BUILT CONDITIONS. CONTRACT BID PRICES SHALL BE BASED ON RECOGNITION OF THE UNCERTAINTIES DESCRIBED ABOVE. ALL PROJECT WORK SHALL BE BASED UPON THE ACTUAL DETAILS AND DIMENSIONS PRESENTED ON THESE PLANS AND SPECIFICATIONS WHICH WILL BE VERIFIED BY THE CONTRACTOR IN THE FIELD. THE CONTRACTOR MUST AVOID CONFLICTS WITH ALL EXISTING UTILITIES WHETHER EXPLICITLY INDICATED IN THESE PLANS OR NOT. THERE SHALL BE NO ADDITIONAL COMPENSATION FOR ANY ADDITIONAL LABOR, MATERIALS, EQUIPMENT OR INCIDENTALS NECESSARY TO AVOID CONFLICTS OR OBTAIN REQUIRED CLEARANCES. FIBER OPTIC CABLE AND JUNCTION CHAMBER UNDERGROUND FIBER OPTIC CABLE AND JUNCTION CHAMBERS ARE KNOWN TO EXIST AT COMMISSION TOLL PLAZAS. THE CONTRACTOR IS RESPONSIBLE FOR HAVING KNOWLEDGE OF THE FIBER OPTIC LOCATIONS IN THE FIELD AND SHALL EXERCISE CAUTION WHEN PERFORMING ANY EXCAVATION AND TRENCHING OPERATIONS IN THE VICINITY OF THE UNDERGROUND FIBER OPTIC CABLE AND JUNCTION CHAMBERS. ITEM 613 - LOW STRENGTH MORTAR BACKFILL, TYPE 3  ALL UTILITY TRENCHES SHALL BE BACKFILLED IN ACCORDANCE WITH THE PROJECT SPECIFICATIONS. ALL TRENCH BACKFILLING UNDER THE PROPOSED PAVEMENT AND PAVED SHOULDER AREAS SHALL BE BACKFILLED USING LOW STRENGTH MORTAR BACKFILL MATERIAL IN ACCORDANCE WITH ITEM 613 REQUIREMENTS. THIS BACKFILL MATERIAL SHALL NOT BE USED FOR ANY ALUMINUM OR ALUMINUM COATED PIPE. FOR ALUMINUM OR ALUMINUM COATED PIPE, FOLLOW THE SPECIFICATION OUTLINED IN THE PIPE SPECIFICATION FOR TRENCH BACKFILLING.   THE USE OF THE LOW STRENGTH MORTAR BACKFILL SHALL BE FOR ALL UTILITY TRENCHES UNDER ALL PAVEMENT, WALKS, ETC.  INCLUDING BUT NOT LIMITED TO STORM & SANITARY SEWERS, ELECTRICAL DUCT BANKS, AND CONDUITS, WATERLINES, GAS LINES, TELEPHONE & COMMUNICATIONS CONDUITS, SPARE CONDUITS FOR FUTURE USE, VOIDS AROUND MANHOLES AND CATCH BASINS, SCALE PITS, TREADLE PITS, STRUCTURE FOUNDATIONS AND BACKFILLING THE EXISTING UTILITY TUNNEL AFTER THE INSTALLATION OF ELECTRICAL CONDUITS. ALSO, LOW STRENGTH MORTAR BACKFILL MATERIAL SHALL BE USED TO BACKFILL AROUND ALL ELECTRICAL CONDUITS WITHIN THE TOLL BOOTHS AND WITHIN THE UTILITY BUILDING.   THE LOW STRENGTH MORTAR BACKFILL MATERIAL SHALL ALSO BE USED FOR ALL TRENCH AND EXCAVATION VOIDS CREATED AS A RESULT OF ANY PIPE OR STRUCTURAL REMOVAL WITHIN THE LIMITS OF PROPOSED PAVEMENT AND PAVED SHOULDER AREAS.   NO SEPARATE PAYMENT SHALL BE CONSIDERED FOR THIS ITEM.  IT SHALL BE INCIDENTAL TO THE PERTINENT ITEM BEING CONSTRUCTED OR REMOVED.   ROADWAY NOTES  CLEARING AND GRUBBING ALL TREES, BRUSH AND STUMPS SHALL BE REMOVED WITHIN THE CONSTRUCTION LIMITS AS SHOWN IN THE SITE PLANS. THIS WORK SHALL BE COMPLETE UNDER ITEM 201, CLEARING AND GRUBBING. CLEARING SHALL BE IN ACCORDANCE WITH CMS 201.03B. IF ANY AREAS DESIGNATED IN THE SITE PLANS DO NOT NEED TO BE CLEARED OR GRUBBED, THEN THE CONTRACTOR SHALL MOW THE GRASS AND ALL OTHER GROWTH TO A HEIGHT OF 6 INCHES. ITEM 202 - PAVEMENT REMOVED, AS PER PLAN  THE ITEM INCLUDES REMOVAL OF THE EXISTING PAVEMENT, EXCAVATING THE EXISTING GRANULAR BASE UNDER THE EXISTING PAVEMENT, FULL DEPTH EXCAVATION OF THE EXISTING RIGHT SHOULDER AND TRENCH EXCAVATION FOR AGGREGATE DRAIN. EXISTING GRANULAR BASE THICKNESS VARIES WITH AN ESTIMATED 6 INCHES THICK. THE EXCAVATION OF THE EXISTING SHOULDER, INCLUDES APPROXIMATELY 12 INCHES OF MATERIAL, BUT NOT LIMITED TO, CHIP AND SEAL, GRANULAR BASE AND EARTH. THESE THICKNESSES WERE DERIVED FROM THE EXISTING PLANS AND MAY VARY IN THE FIELD. THE ESTIMATED QUANTITIES FOR THIS WORK IS SHOWN ON THE DEMO PLAN. PAYMENT FOR THE ABOVE WORK SHALL BE INCLUDED IN SP 680 AND SHALL INCLUDE ALL LABOR, TOOLS, EQUIPMENT AND MATERIALS NECESSARY TO COMPLETE THE WORK. GUARDRAIL REPLACEMENT  NO HAZARD SHALL BE LEFT UNPROTECTED EXCEPT FOR THE ACTUAL TIME NECESSARY TO REMOVE, GRADE AND REINSTALL GUARDRAIL IN A CONTINUOUS OPERATION. THE REMOVAL OF ALL GUARDRAIL SHALL AT ALL TIMES BE AS DIRECTED BY THE CHIEF ENGINEER. NO GUARDRAIL SHALL BE REMOVED UNTIL THE REPLACEMENT MATERIAL IS ON THE SITE, READY FOR INSTALLATION. FAILURE TO COMPLY WITH THE REQUIREMENT SHALL BE DEEMED SUFFICIENT CAUSE TO ORDER WORK SUSPENDED ON THIS PROJECT UNTIL SUCH TIME THAT THE ENGINEER IS ASSURED OF SAID COMPLIANCE.  PAYMENT FOR THIS ITEM WILL BE LUMP SUM IN ACCORDANCE WITH  ITEM SP 680 SITEWORK/GENERAL TRADES/ROADWAY.   ITEM SP 607A - REMOVE AND REUSE EXISTING FENCE CAREFULLY RECONDITION AND RE-ERECT FENCE AND COMPONENT PARTS AS NECESSARY AT NEW FENCE TIE IN POINTS DETAILED IN THE PLANS.  THE FOLLOWING CONTINGENCY QUANTITY HAS BEEN CARRIED TO THE GENERAL SUMMARY TO BE USED AS DIRECTED BY THE CHIEF ENGINEER. ITEM SP 607A - REMOVE AND REUSE EXISTING FENCE                                ITEM 204, PROOF ROLLING  PROOF ROLLING SHALL BE PERFORMED AS DIRECTED BY THE CHIEF ENGINEER.  PAYMENT FOR THIS ITEM SHALL BE INCLUDED IN THE LUMP SUM PRICE BID FOR ITEM SP 680. ITEM 209, LINEAR GRADING  GRADED SHOULDERS AT LOCATIONS WHERE EXISTING GUARDRAIL IS  REMOVED OR WHERE NEW GUARDRAIL IS TO BE ERECTED, SHALL BE RESHAPED AS DIRECTED BY THE CHIEF ENGINEER TO INSURE A SMOOTH DRAINAGE SURFACE FREE OF ALL IRREGULARITIES. EXCESS EXCAVATION RESULTING FROM RESHAPING SHOULDERS SHALL BE  DISPOSED OF IN ACCORDANCE WITH SP 105, UNLESS DIRECTED OTHERWISE BY THE CHIEF ENGINEER. BORROW  THE CONTRACTOR SHALL NOT OBTAIN BORROW FOR EMBANKMENT  CONSTRUCTION FROM WITHIN OHIO TURNPIKE RIGHT-OF-WAY UNLESS  DIRECTED TO DO SO IN WRITING BY THE CHIEF ENGINEER.  REMOVAL AND REPLACEMENT OF SOFT SUBGRADE WHERE SOFT SUBGRADE IS ENCOUNTERED UNDER EXISTING PAVEMENT TO BE REMOVED AND REPLACED AND DUE TO NO FAULT OR NEGLECT OF THE CONTRACTOR, IT SHALL BE EXCAVATED, REMOVED, AND REPLACED WITH SUITABLE MATERIAL IN ACCORDANCE WITH 204. THE FOLLOWING CONTINGENCY QUANTITIES HAVE BEEN ESTABLISHED FOR USE AS DIRECTED BY THE CHIEF ENGINEER AND HAVE BEEN CARRIED TO THE GENERAL SUMMARY. ALTHOUGH THE ACTUAL QUANTITIES MAY VARY SIGNIFICANTLY, THE CONTRACTOR WILL BE PAID AT THE UNIT COST FOR THE ACTUAL QUANTITY OF THE PERTINENT BID ITEM INSTALLED COMPLETE: FOR CUT AREAS: ITEM 204 - EXCAVATION OF SUBGRADE                    FOR EMBANKMENT AREA: ITEM 204 - EXCAVATION OF SUBGRADE      ITEM 204 - GRANULAR MATERIAL, TYPE E     ITEM 204 - GEOTEXTILE FABRIC       CONNECTION BETWEEN EXISTING AND PROPOSED GUARDRAIL  WHEN IT IS NECESSARY TO SPLICE PROPOSED GUARDRAIL TO EXISTING GUARDRAIL, ONLY THE EXISTING GUARDRAIL WILL BE CUT, DRILLED OR PUNCHED. THE CONNECTION SHALL BE MADE USING A W-BEAM, BEAM SPLICE AS SHOWN IN AASHTO M 180-12, EXPECT THE BEAM WASHERS ARE NOT TO BE USED. CONNECT MGS TO TYPE 5 GUARDRAIL PER STANDARD DRAWING MGS-4.3 GUARDRAIL TRANSITIONS. PAYMENT SHALL BE INCLUDED IN THE CONTRACT PRICE FOR LUMP SUM ITEM SP 680. 
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