
GENERAL SUMMARY PART B

ITEM NO. TOTAL UNIT DESCRIPTION
ROADWAY

202 10 FOOT CURB REMOVED
202 327 FOOT GUARDRAIL REMOVED
202 162 SQ. YD. PAVEMENT REMOVED
202 4 EACH BRIDGE TERMINAL ASSEMBLY REMOVED
204 676 SQ. YD. SUBGRADE COMPACTION
209 4.0 STA LINEAR GRADING, AS PER PLAN
254 1946 SQ. YD. PAVEMENT PLANING, ASPHALT CONCRETE
255 287 FOOT FULL DEPTH PAVEMENT SAWING

 SP 302 49 CU. YD. ASPHALT CONCRETE BASE, PG 64-22
SP 304 119 CU. YD. AGGREGATE BASE
SP 402 116 CU. YD. ASPHALT CONCRETE INTERMEDIATE COURSE OR RECYCLED ASPHALT CONCRETE INTERMEDIATE COURSE, PG76-22
SP 404 88 CU. YD. ASPHALT CONCRETE SURFACE COURSE, USING CRUSHED SLAG, PG76-22 (FR)

SP 404A 434 FOOT JOINT SEALER
SPECIAL 147 FOOT SAWCUT JOINT

407 300 GAL. NON-TRACKING TACK COAT
601 98 SQ. YD. TIED CONCRETE BLOCK MAT WITH TYPE 2 UNDERLAYMENT
606 325 FOOT GUARDRAIL, TYPE MGS WITH LONG STEEL POSTS
606 2 EACH MGS BRIDGE TERMINAL ASSEMBLY, TYPE 1
606 2 EACH MGS BRIDGE TERMINAL ASSEMBLY, TYPE 2
609 7 FOOT CURB, TYPE 4-C

SP 611 2 EACH CATCH BASIN ADJUSTED TO GRADE
SPECIAL 0.05 MILE SONIC NAP ALERT PATTERN (SNAP)
SP 627 19 CU. YD. STONE SHOULDER PROTECTION

659 362 SQ. YD. SEEDING AND MULCHING
STRUCTURES

SP 202 1 LUMP PORTIONS OF STRUCTURE REMOVED, AS PER PLAN
SP 509 180949 POUND EPOXY COATED REINFORCING STEEL, GRADE 60

509 100 POUND REINFORCING STEEL, REPLACEMENT OF EXISTING REINFORCING STEEL, AS PER PLAN
SP 511 (QC2) 424 CU. YD. QC2 CONCRETE, BRIDGE DECK
SP 511 (QC2) 106 CU. YD. QC2 CONCRETE, ABUTMENT SLAB
SP 511 (QC2) 87 CU. YD. QC2 CONCRETE, BRIDGE DECK (PARAPETS), AS PER PLAN

511 2 EACH CONCRETE MISC.: BEARING PEDESTALS (QC1)
SP 516A 84 LIN. FT CRACK REPAIR USING EPOXY INJECTION
SP 516B 885 LIN. FT SEALING OF CONSTRUCTION JOINTS
SP 516G 42 EACH REPLACE EXPANSION BEARING DEVICE (ABUTMENTS)
SP 516G 1 EACH REPLACE EXPANSION BEARING DEVICE (PIERS)
SP 519 290 SQ. FT. PATCHING CONCRETE STRUCTURES

526 514 SQ. YD. REINFORCED CONCRETE APPROACH SLAB (T=12")
SP 527 1 LUMP FALSEWORK, TEMPORARY BRACING AND PROTECTIVE STRUCTURES
SP 533 296 LIN. FT. THREE (3) INCH CONTINUOUS STRIP SEAL IN STRUCTURAL STEEL JOINT
SP 536 2537 SQ. YD. CONCRETE WEATHERPROOFING, DECK, ABUTMENT SLABS, AND APPROACH SLABS
SP 536 688 SQ. YD. CONCRETE WEATHERPROOFING, BARRIERS AND PARAPETS
SP 536 1182 SQ. YD. CONCRETE WEATHERPROOFING, SUBSTRUCTURE
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