OTIC Project No. 58-20-01
Ohio Turnpike: Toll Plaza Construction
Milepost 49, Lucas County, Ohio Revised, Addendum No. 2, 07-17-2020

SECTION 042613 - MASONRY VENEER

PART 1 - GENERAL

11 RELATED DOCUMENTS

A. Drawings and general provisions of the Contract, including General and Supplementary
Conditions and other Division 01 Specification Sections, apply to this Section.

1.2 SUMMARY
A. Section Includes:

Burnished (ground-face) concrete masonry units.
Mortar.

Ties and anchors.

Embedded flashing.

Miscellaneous masonry accessories.

agrwdE

B.  Products Installed but not Furnished under This Section:
1. Steel lintels in masonry veneer.
C.  Related Requirements:
1. Section 076200 "Sheet Metal Flashing and Trim".
1.3 PREINSTALLATION MEETINGS
A.  Preinstallation Conference: Conduct conference at Project site.
14 ACTION SUBMITTALS
A.  Product Data: For each type of product.

B.  Samples for Verification:
1. Decorative CMUSs, in the form of small-scale units.

15 INFORMATIONAL SUBMITTALS
A.  Material Certificates: For each type and size of the following:
1. Masonry units.

a. Include material test reports substantiating compliance with requirements.
b. For exposed brick, include test report for efflorescence according to ASTM C67.

2. Integral water repellant used in decorative CMUS.
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3. Cementitious materials. Include name of manufacturer, brand name, and type.
4. Mortar admixtures.
5. Preblended, dry mortar mixes. Include description of type and proportions of ingredients.
6. Anchors, ties, and metal accessories.

1.6

1.7

Mix Designs: For each type of mortar. Include description of type and proportions of
ingredients.

1. Include test reports for mortar mixes required to comply with property specification. Test
according to ASTM C109/C109M for compressive strength, ASTM C1506 for water
retention, and ASTM C91/C91M for air content.

Cold-Weather Procedures: Detailed description of methods, materials, and equipment to be used
to comply with requirements.

MOCK-UPS

Construct mock-ups to verify selections made under Sample submittals and to demonstrate
aesthetic effects. Comply with requirements in Division 01 requirements for mockups.

1. Build sample panels in sizes approximately 48 inches (1200 mm) long by 36 inches (900
mm) high by full thickness.

Maintain mock-ups as standards of quality by which actual work will be compared until
construction is complete.

At the Architect’s discretion, certain mock-ups may remain as components of the completed
Project.

DELIVERY, STORAGE, AND HANDLING

Store masonry units on elevated platforms in a dry location. If units are not stored in an
enclosed location, cover tops and sides of stacks with waterproof sheeting, securely tied. If units
become wet, do not install until they are dry.

Store cementitious materials on elevated platforms, under cover, and in a dry location. Do not
use cementitious materials that have become damp.

Store aggregates where grading and other required characteristics can be maintained and
contamination avoided.

Deliver pre-blended, dry mortar mix in moisture-resistant containers. Store preblended, dry
mortar mix in delivery containers on elevated platforms in a dry location or in covered
weatherproof dispensing silos.

Store masonry accessories, including metal items, to prevent corrosion and accumulation of dirt
and oil.

MASONRY VENEER 042613 - 2



OTIC Project No. 58-20-01
Ohio Turnpike: Toll Plaza Construction
Milepost 49, Lucas County, Ohio Revised, Addendum No. 2, 07-17-2020

1.8

A.

B.

C.

D.

E.

FIELD CONDITIONS

Protection of Masonry: During construction, cover tops of walls, projections, and sills with
waterproof sheeting at end of each day's work. Cover partially completed masonry when
construction is not in progress.

1. Extend cover a minimum of 24 inches (600 mm) down both sides of walls, and hold
cover securely in place.

2. Where one wythe of multiwythe masonry walls is completed in advance of other wythes,
secure cover a minimum of 24 inches (600 mm) down face next to unconstructed wythe,
and hold cover in place.

Do not apply uniform floor or roof loads for at least 12 hours and concentrated loads for at least
three days after building masonry walls or columns.

Stain Prevention: Prevent grout, mortar, and soil from staining the face of masonry to be left
exposed or painted. Immediately remove grout, mortar, and soil that come in contact with such
masonry.

1. Protect base of walls from rain-splashed mud and from mortar splatter by spreading
coverings on ground and over wall surface.

2. Protect sills, ledges, and projections from mortar droppings.

3. Protect surfaces of window and door frames, as well as similar products with painted and
integral finishes, from mortar droppings.

4, Turn scaffold boards near the wall on edge at the end of each day to prevent rain from
splashing mortar and dirt onto completed masonry.

Cold-Weather Requirements: Do not use frozen materials or materials mixed or coated with ice
or frost. Do not build on frozen substrates. Remove and replace unit masonry damaged by frost
or by freezing conditions. Comply with cold-weather construction requirements contained in
TMS 602/ACI 530.1/ASCE 6.

1. Cold-Weather Cleaning: Use liquid cleaning methods only when air temperature is 40
deg F (4 deg C) and higher and will remain so until masonry has dried, but not less than
seven days after completing cleaning.

Hot-Weather Requirements: Comply with hot-weather construction requirements contained in
TMS 602/ACI 530.1/ASCE 6.

PART 2 - PRODUCTS

2.1

A

B.

PRODUCTS, GENERAL

Source Limitations: Obtain each type of product or group of related products from a single
fabricator.

Compatibility: The Contractor is responsible for assuring the compatibility of products used
throughout the Project.
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2.2

2.3

C.

Masonry Standard: Comply with TMS 602/ACI 530.1/ASCE 6, except as modified by
requirements in the Contract Documents.

Defective Units: Referenced masonry unit standards may allow a certain percentage of units to
contain chips, cracks, or other defects exceeding limits stated. Do not use units where such
defects are exposed in the completed Work and will be within 10 feet vertically and horizontally
of a walking surface.

CONCRETE MASONRY UNITS

Shapes: Provide shapes indicated and as follows, with exposed surfaces matching exposed faces
of adjacent units unless otherwise indicated.

1. Provide special shapes for lintels, corners, jambs, sashes, movement joints, headers,
bonding, and other special conditions.

Integral Water Repellent: Provide units made with integral water repellent for exposed units.

1. Integral Water Repellent: Liquid polymeric, integral water-repellent admixture that does
not reduce flexural bond strength. Units made with integral water repellent, when tested
according to ASTM E514/E514M as a wall assembly made with mortar containing
integral water-repellent manufacturer's mortar additive, with test period extended to 24
hours, shall show no visible water or leaks on the back of test specimen.

Concrete Face Brick: ASTM C1634.

Density Classification: Normal weight.

Size (Actual Dimensions): Refer to the Drawings.

Texture: Ground-face finish.

Colors: As-selected-by-Architect from-manufacturers-ful-range—Refer to the Drawings.
Special Aggregate: Provide units made with aggregate matching aggregate in Architect's
sample.

Manufacturers include but are not limited to:

a. Basis of Design: Grand Blanc Cement Products.

b. Midwest Block & Brick

c. Nitterhouse Masonry, LLC.

agrwbdE

©

MORTAR AND GROUT MATERIALS

Portland Cement: ASTM C150/C150M, Type | or 1l, except Type Il may be used for cold-
weather construction. Provide natural color or white cement as required to produce mortar color
indicated.

1. Alkali content shall not be more than 0.1 percent when tested according to ASTM C114.
Hydrated Lime: ASTM C207, Type S.

Portland Cement-Lime Mix: Packaged blend of portland cement and hydrated lime containing
no other ingredients.
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D. Masonry Cement: ASTM C91/C91M.

E. Mortar Cement: ASTM C1329/C1329M.

F. Mortar Pigments: Natural and synthetic iron oxides and chromium oxides, compounded for use
in mortar mixes and complying with ASTM C979/C979M. Use only pigments with a record of
satisfactory performance in masonry mortar.

G. Colored Cement Products: Packaged blend made from portland cement and hydrated lime or
masonry cement and mortar pigments, all complying with specified requirements, and
containing no other ingredients.

1. Formulate blend as required to produce color indicated or, if not indicated, as selected
from manufacturer's standard colors.

2. Pigments shall not exceed 10 percent of portland cement by weight.

3. Pigments shall not exceed 5 percent of masonry cement or mortar cement by weight.

H.  Aggregate for Mortar: ASTM C144.

1. For mortar that is exposed to view, use washed aggregate consisting of natural sand or
crushed stone.

2. For joints less than 1/4 inch (6 mm) thick, use aggregate graded with 100 percent passing
the No. 16 (1.18-mm) sieve.

3. White-Mortar Aggregates: Natural white sand or crushed white stone.

4. Colored-Mortar Aggregates: Natural sand or crushed stone of color necessary to produce
required mortar color.

1. Aggregate for Grout: ASTM C404.

J. Cold-Weather Admixture: Nonchloride, noncorrosive, accelerating admixture complying with
ASTM C494/C494M, Type C, and recommended by manufacturer for use in masonry mortar of
composition indicated.

K.  Water-Repellent Admixture: Liquid water-repellent mortar admixture intended for use with
CMUs containing integral water repellent from same manufacturer.

L.  Water: Potable.

2.4 REINFORCEMENT

A.  Masonry-Joint Reinforcement for Single-Wythe Masonry: Ladder or truss type with single pair

of side rods.
2.5 TIES AND ANCHORS
A.  General: Ties and anchors shall extend at least 1-1/2 inches (38 mm) into veneer but with at

least a 5/8-inch (16-mm) cover on outside face.
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2.6

B.

Materials: Provide ties and anchors specified in this article that are made from materials that
comply with the following unless otherwise indicated:

1. Hot-Dip Galvanized, Carbon-Steel Wire: ASTM A82/A82M, with ASTM A153/A153M,
Class B-2 coating.

2. Steel Sheet, Galvanized after Fabrication: ASTM A1008/A1008M, Commercial Steel,
with ASTM A153/A153M, Class B coating.

Adjustable Anchors for Connecting to Structural Steel Framing: Provide anchors that allow
vertical or horizontal adjustment but resist tension and compression forces perpendicular to
plane of wall.

1. Anchor Section for Welding to Steel Frame: Crimped 3/16-inch- (4.76-mm-) diameter,
hot-dip galvanized-steel wire.

2. Tie Section: Triangular-shaped wire tie made from 0.25-inch- (6.35-mm-)diameter, hot-
dip galvanized-steel wire.

Adjustable Masonry-Veneer Anchors:

1. General: Provide anchors that allow vertical adjustment but resist a 100-1bf (445-N) load
in both tension and compression perpendicular to plane of wall without deforming or
developing play in excess of 1/16 inch (1.5 mm).

2. Fabricate wire ties from 0.25-inch- (6.35-mm-) diameter, hot-dip galvanized-steel wire
unless otherwise indicated.

3. Fabricate wire connector sections from 0.25-inch- (6.35-mm-) diameter, hot-dip
galvanized, carbon-steel wire.

4. Screw-Attached, Masonry-Veneer Anchors: Wire tie and a rib-stiffened, sheet metal
anchor section with screw holes top and bottom, with projecting tabs having holes for
inserting vertical legs of wire tie formed to fit anchor section.

5. Polymer-Coated, Steel Drill Screws for Steel Studs: ASTM C954 except with hex washer
head and neoprene or EPDM washer, No. 10 (4.83-mm) diameter and with organic
polymer coating with salt-spray resistance to red rust of more than 800 hours according to
ASTM B117.

EMBEDDED FLASHING MATERIALS

Metal Flashing: Provide metal flashing complying with SMACNA's "Architectural Sheet Metal
Manual" and as follows:

1. Stainless Steel: ASTM A240/A240M or ASTM A666, Type 304, 0.016 inch (0.40 mm)
thick.
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2.7

2.8

2.9

2. Fabricate continuous flashings in sections 96 inches (2400 mm) long minimum, but not
exceeding 12 feet (3.7 m). Provide splice plates at joints of formed, smooth metal
flashing.

3. Fabricate metal drip edges from stainless steel. Extend at least 3 inches (76 mm) into wall
and 1/2 inch (13 mm) out from wall, with outer edge bent down 30 degrees and hemmed.

4. Fabricate metal sealant stops from stainless steel. Extend at least 3 inches (76 mm) into
wall and out to exterior face of wall. At exterior face of wall, bend metal back on itself
for 3/4 inch (19 mm) and down into joint 1/4 inch (6 mm) to form a stop for retaining
sealant backer rod.

Solder and Sealants for Sheet Metal Flashings: As specified in Section 076200 "Sheet Metal
Flashing and Trim."

Adhesives, Primers, and Seam Tapes for Flashings: Flashing manufacturer's standard products
or products recommended by flashing manufacturer for bonding flashing sheets to each other
and to substrates.

MISCELLANEOUS MASONRY ACCESSORIES

Compressible Filler: Premolded urethane filler strips complying with ASTM D1056,
Grade 2A1; compressible up to 35 percent; of width and thickness indicated.

Cellular Plastic Weep/Vent: One-piece, flexible extrusion made from UV-resistant
polypropylene copolymer, full height and width of head joint and depth 1/8 inch (3 mm) less
than depth of outer wythe, in color selected from manufacturer's standard.

Cavity Drainage Material: Free-draining mesh strips, full depth of cavity and 10 inches (250
mm) high, with dovetail-shaped notches 7 inches (175 mm) deep that prevent clogging with
mortar droppings.

MASONRY CLEANERS

Proprietary Acidic Cleaner: Manufacturer's standard-strength cleaner designed for removing
mortar/grout stains, efflorescence, and other new construction stains from new masonry without
discoloring or damaging masonry surfaces. Use product expressly approved for intended use by
cleaner manufacturer and manufacturer of masonry units being cleaned.

MORTAR MIXES

General: Do not use admixtures, including pigments, air-entraining agents, accelerators,
retarders, water-repellent agents, antifreeze compounds, or other admixtures unless otherwise
indicated.

1. Do not use calcium chloride in mortar or grout.

2. Use portland cement-lime or masonry cement mortar unless otherwise indicated.
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B.

C.

3. Add cold-weather admixture (if used) at same rate for all mortar that will be exposed to
view, regardless of weather conditions, to ensure that mortar color is consistent.

Mortar for Unit Masonry: Comply with ASTM C270, Proportion Specification. Use Type N
unless another type is indicated.

Pigmented Mortar: Use colored cement product or select and proportion pigments with other
ingredients to produce color required. Do not add pigments to colored cement products.

1. Pigments shall not exceed 10 percent of portland cement by weight.
2. Pigments shall not exceed 5 percent of masonry cement or mortar cement by weight.

3. Application: Use pigmented mortar for exposed mortar joints.

PART 3 - EXECUTION

3.1

A.

B.

C.

3.2

A

B.

C.

D.

EXAMINATION

Examine conditions, with Installer present, for compliance with requirements for installation
tolerances and other conditions affecting performance of the Work.

1. For the record, prepare written report, endorsed by Installer, listing conditions detrimental
to performance of the Work.

2. Verify that foundations are within tolerances specified.

3. Verify that reinforcing dowels are properly placed.

4. Verify that substrates are free of substances that impair mortar bond.

Before installation, examine rough-in and built-in construction for piping systems to verify
actual locations of piping connections.

Proceed with installation only after unsatisfactory conditions have been corrected.
INSTALLATION, GENERAL

Thickness: Build cavity and composite walls and other masonry construction to full thickness
shown. Build single-wythe walls to actual widths of masonry units, using units of widths
indicated.

Build chases and recesses to accommodate items specified in this and other Sections.

Leave openings for equipment to be installed before completing masonry. After installing
equipment, complete masonry to match construction immediately adjacent to opening.

Use full-size units without cutting if possible. If cutting is required to provide a continuous
pattern or to fit adjoining construction, cut units with motor-driven saws; provide clean, sharp,
unchipped edges. Allow units to dry before laying unless wetting of units is specified. Install cut
units with cut surfaces and, where possible, cut edges concealed.
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E.  Select and arrange units for exposed unit masonry to produce a uniform blend of colors and
textures. Mix units from several pallets or cubes as they are placed.

3.3 TOLERANCES

A. Dimensions and Locations of Elements:

1.

2.

3.

For dimensions in cross section or elevation, do not vary by more than plus 1/2 inch (12
mm) or minus 1/4 inch (6 mm).

For location of elements in plan, do not vary from that indicated by more than plus or
minus 1/2 inch (12 mm).

For location of elements in elevation, do not vary from that indicated by more than plus
or minus 1/4 inch (6 mm) in a story height or 1/2 inch (12 mm) total.

B. Lines and Levels:

1.

2.

C. Joints:
1.

2.

3.

For bed joints and top surfaces of bearing walls, do not vary from level by more than 1/4
inch in 10 feet (6 mm in 3 m), or 1/2-inch (12-mm) maximum.

For conspicuous horizontal lines, such as lintels, sills, parapets, and reveals, do not vary
from level by more than 1/8 inch in 10 feet (3 mm in 3 m), 1/4 inch in 20 feet (6 mm in 6
m), or 1/2-inch (12-mm) maximum.

For vertical lines and surfaces, do not vary from plumb by more than 1/4 inch in 10 feet
(6 mm in 3 m), 3/8 inch in 20 feet (9 mm in 6 m), or 1/2-inch (12-mm) maximum.

For conspicuous vertical lines, such as external corners, door jambs, reveals, and
expansion and control joints, do not vary from plumb by more than 1/8 inch in 10 feet (3
mm in 3 m), 1/4 inch in 20 feet (6 mm in 6 m), or 1/2-inch (12-mm) maximum.

For lines and surfaces, do not vary from straight by more than 1/4 inch in 10 feet (6 mm
in 3 m), 3/8 inch in 20 feet (9 mm in 6 m), or 1/2-inch (12-mm) maximum.

For vertical alignment of exposed head joints, do not vary from plumb by more than 1/4
inch in 10 feet (6 mm in 3 m), or 1/2-inch (12-mm) maximum.

For faces of adjacent exposed masonry units, do not vary from flush alignment by more
than 1/16 inch (1.5 mm) except due to warpage of masonry units within tolerances
specified for warpage of units.

For bed joints, do not vary from thickness indicated by more than plus or minus 1/8 inch
(3 mm), with a maximum thickness limited to 1/2 inch (12 mm).

For exposed bed joints, do not vary from bed-joint thickness of adjacent courses by more
than 1/8 inch (3 mm).

For head and collar joints, do not vary from thickness indicated by more than plus 3/8
inch (9 mm) or minus 1/4 inch (6 mm).

For exposed head joints, do not vary from thickness indicated by more than plus or minus
1/8 inch (3 mm). Do not vary from adjacent bed-joint and head-joint thicknesses by more
than 1/8 inch (3 mm).

For exposed bed joints and head joints of stacked bond, do not vary from a straight line
by more than 1/16 inch (1.5 mm) from one masonry unit to the next.

3.4 ANCHORED MASONRY VENEERS

A.  Anchor masonry veneers to wall framing with masonry-veneer anchors to comply with the
following requirements:
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3.5

3.6

3.7

1. Fasten screw-attached anchors through sheathing to wall framing with metal fasteners of
type indicated. Use two fasteners unless anchor design only uses one fastener.

2. Embed tie sections in masonry joints.

3. Locate anchor sections to allow maximum vertical differential movement of ties up and
down.

4. Space anchors as indicated, but not more than 16 inches (406 mm) o.c. vertically and 25
inches (635 mm) o.c. horizontally, with not less than one anchor for each [2.67 sq. ft.
(0.25 sg. m)] [3.5 sq. ft. (0.33 sg. m)] of wall area. Install additional anchors within 12
inches (305 mm) of openings and at intervals, not exceeding 36 inches (914 mm), around
perimeter.

Provide airspace between back of masonry veneer and face of insulation as indicated on the
Drawings.

1. Keep airspace clean of mortar droppings and other materials during construction. Bevel
beds away from airspace, to minimize mortar protrusions into airspace. Do not attempt to
trowel or remove mortar fins protruding into airspace.

EXPANSION JOINTS

General: Install expansion-joint materials in unit masonry as masonry progresses. Do not allow
materials to span expansion joints without provision to allow for in-plane wall or partition
movement.

Refer to Section 040400 “Common Work Results for Masonry.”

LINTELS

Install steel lintels where indicated.

Provide minimum bearing of 8 inches (200 mm) at each jamb unless otherwise indicated.
FLASHING, WEEP HOLES, AND VENTS

General: Install embedded flashing and weep holes in masonry at shelf angles, lintels, ledges,
other obstructions to downward flow of water in wall, and where indicated. Install vents at shelf

angles, ledges, and other obstructions to upward flow of air in cavities, and where indicated.

Remove and replace masonry units that are loose, chipped, broken, stained, or otherwise
damaged or that do not match adjoining units. Install new units to match adjoining units; install
in fresh mortar, pointed to eliminate evidence of replacement.

Pointing: During the tooling of joints, enlarge voids and holes, except weep holes, and
completely fill with mortar. Point up joints, including corners, openings, and adjacent
construction, to provide a neat, uniform appearance. Prepare joints for sealant application,
where indicated.

In-Progress Cleaning: Clean unit masonry as work progresses by dry brushing to remove mortar
fins and smears before tooling joints.
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D.  Final Cleaning: After mortar is thoroughly set and cured, clean exposed masonry as follows:

1.

2.

®©

Remove large mortar particles by hand with wooden paddles and nonmetallic scrape hoes
or chisels.

Test cleaning methods on sample wall panel; leave one-half of panel uncleaned for
comparison purposes. Obtain Architect's approval of sample cleaning before proceeding
with cleaning of masonry.

Protect adjacent stone and non-masonry surfaces from contact with cleaner by covering
them with liquid strippable masking agent or polyethylene film and waterproof masking
tape.

Wet wall surfaces with water before applying cleaners; remove cleaners promptly by
rinsing surfaces thoroughly with clear water.

Clean brick by bucket-and-brush hand-cleaning method described in BIA Technical
Notes 20.

Clean concrete masonry by applicable cleaning methods indicated in NCMA TEK 8-4A.
Clean masonry with a proprietary acidic cleaner applied according to manufacturer's
written instructions.

Clean stone trim to comply with stone supplier's written instructions.

Clean limestone units to comply with recommendations in ILI's "Indiana Limestone
Handbook."

3.8 MASONRY WASTE DISPOSAL

A.  Salvageable Materials: Unless otherwise indicated, excess masonry materials are Contractor's
property. At completion of unit masonry work, remove from Project site.

B.  Waste Disposal as Fill Material: Clean masonry waste, including excess or soil-contaminated
sand, waste mortar, and broken masonry units, by crushing and mixing with fill material as fill
is placed.

C.  Excess Masonry Waste: Remove excess clean masonry waste that cannot be used as fill, as
described above or recycled, and other masonry waste, and legally dispose of off Owner's

property.

END OF SECTION 042613
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	2. Protect sills, ledges, and projections from mortar droppings.
	3. Protect surfaces of window and door frames, as well as similar products with painted and integral finishes, from mortar droppings.
	4. Turn scaffold boards near the wall on edge at the end of each day to prevent rain from splashing mortar and dirt onto completed masonry.

	D. Cold-Weather Requirements: Do not use frozen materials or materials mixed or coated with ice or frost. Do not build on frozen substrates. Remove and replace unit masonry damaged by frost or by freezing conditions. Comply with cold-weather construct...
	1. Cold-Weather Cleaning: Use liquid cleaning methods only when air temperature is 40 deg F (4 deg C) and higher and will remain so until masonry has dried, but not less than seven days after completing cleaning.

	E. Hot-Weather Requirements: Comply with hot-weather construction requirements contained in TMS 602/ACI 530.1/ASCE 6.


	PART 2 -  PRODUCTS
	2.1 PRODUCTS, GENERAL
	A. Source Limitations:  Obtain each type of product or group of related products from a single fabricator.
	B. Compatibility: The Contractor is responsible for assuring the compatibility of products used throughout the Project.
	C. Masonry Standard: Comply with TMS 602/ACI 530.1/ASCE 6, except as modified by requirements in the Contract Documents.
	D. Defective Units: Referenced masonry unit standards may allow a certain percentage of units to contain chips, cracks, or other defects exceeding limits stated. Do not use units where such defects are exposed in the completed Work and will be within ...

	2.2 CONCRETE MASONRY UNITS
	A. Shapes: Provide shapes indicated and as follows, with exposed surfaces matching exposed faces of adjacent units unless otherwise indicated.
	1. Provide special shapes for lintels, corners, jambs, sashes, movement joints, headers, bonding, and other special conditions.

	B. Integral Water Repellent: Provide units made with integral water repellent for exposed units.
	1. Integral Water Repellent: Liquid polymeric, integral water-repellent admixture that does not reduce flexural bond strength. Units made with integral water repellent, when tested according to ASTM E514/E514M as a wall assembly made with mortar conta...

	C. Concrete Face Brick: ASTM C1634.
	1. Density Classification: Normal weight.
	2. Size (Actual Dimensions): Refer to the Drawings.
	3. Texture: Ground-face finish.
	4. Colors: As selected by Architect from manufacturer's full range. Refer to the Drawings.
	5. Special Aggregate: Provide units made with aggregate matching aggregate in Architect's sample.
	6. Manufacturers include but are not limited to:
	a. Basis of Design: Grand Blanc Cement Products.
	b. Midwest Block & Brick
	c. Nitterhouse Masonry, LLC.


	2.3 MORTAR AND GROUT MATERIALS
	A. Portland Cement: ASTM C150/C150M, Type I or II, except Type III may be used for cold-weather construction. Provide natural color or white cement as required to produce mortar color indicated.
	1. Alkali content shall not be more than 0.1 percent when tested according to ASTM C114.

	B. Hydrated Lime: ASTM C207, Type S.
	C. Portland Cement-Lime Mix: Packaged blend of portland cement and hydrated lime containing no other ingredients.
	D. Masonry Cement: ASTM C91/C91M.
	E. Mortar Cement: ASTM C1329/C1329M.
	F. Mortar Pigments: Natural and synthetic iron oxides and chromium oxides, compounded for use in mortar mixes and complying with ASTM C979/C979M. Use only pigments with a record of satisfactory performance in masonry mortar.
	G. Colored Cement Products: Packaged blend made from portland cement and hydrated lime or masonry cement and mortar pigments, all complying with specified requirements, and containing no other ingredients.
	1. Formulate blend as required to produce color indicated or, if not indicated, as selected from manufacturer's standard colors.
	2. Pigments shall not exceed 10 percent of portland cement by weight.
	3. Pigments shall not exceed 5 percent of masonry cement or mortar cement by weight.

	H. Aggregate for Mortar: ASTM C144.
	1. For mortar that is exposed to view, use washed aggregate consisting of natural sand or crushed stone.
	2. For joints less than 1/4 inch (6 mm) thick, use aggregate graded with 100 percent passing the No. 16 (1.18-mm) sieve.
	3. White-Mortar Aggregates: Natural white sand or crushed white stone.
	4. Colored-Mortar Aggregates: Natural sand or crushed stone of color necessary to produce required mortar color.

	I. Aggregate for Grout: ASTM C404.
	J. Cold-Weather Admixture: Nonchloride, noncorrosive, accelerating admixture complying with ASTM C494/C494M, Type C, and recommended by manufacturer for use in masonry mortar of composition indicated.
	K. Water-Repellent Admixture: Liquid water-repellent mortar admixture intended for use with CMUs containing integral water repellent from same manufacturer.
	L. Water: Potable.

	2.4 REINFORCEMENT
	A. Masonry-Joint Reinforcement for Single-Wythe Masonry: Ladder or truss type with single pair of side rods.

	2.5 TIES AND ANCHORS
	A. General: Ties and anchors shall extend at least 1-1/2 inches (38 mm) into veneer but with at least a 5/8-inch (16-mm) cover on outside face.
	B. Materials: Provide ties and anchors specified in this article that are made from materials that comply with the following unless otherwise indicated:
	1. Hot-Dip Galvanized, Carbon-Steel Wire: ASTM A82/A82M, with ASTM A153/A153M, Class B-2 coating.
	2. Steel Sheet, Galvanized after Fabrication: ASTM A1008/A1008M, Commercial Steel, with ASTM A153/A153M, Class B coating.

	C. Adjustable Anchors for Connecting to Structural Steel Framing: Provide anchors that allow vertical or horizontal adjustment but resist tension and compression forces perpendicular to plane of wall.
	1. Anchor Section for Welding to Steel Frame: Crimped 3/16-inch- (4.76-mm-) diameter, hot-dip galvanized-steel wire.
	2. Tie Section: Triangular-shaped wire tie made from 0.25-inch- (6.35-mm-)diameter, hot-dip galvanized-steel wire.

	D. Adjustable Masonry-Veneer Anchors:
	1. General: Provide anchors that allow vertical adjustment but resist a 100-lbf (445-N) load in both tension and compression perpendicular to plane of wall without deforming or developing play in excess of 1/16 inch (1.5 mm).
	2. Fabricate wire ties from 0.25-inch- (6.35-mm-) diameter, hot-dip galvanized-steel wire unless otherwise indicated.
	3. Fabricate wire connector sections from 0.25-inch- (6.35-mm-) diameter, hot-dip galvanized, carbon-steel wire.
	4. Screw-Attached, Masonry-Veneer Anchors: Wire tie and a rib-stiffened, sheet metal anchor section with screw holes top and bottom, with projecting tabs having holes for inserting vertical legs of wire tie formed to fit anchor section.
	5. Polymer-Coated, Steel Drill Screws for Steel Studs: ASTM C954 except with hex washer head and neoprene or EPDM washer, No. 10 (4.83-mm) diameter and with organic polymer coating with salt-spray resistance to red rust of more than 800 hours accordin...


	2.6 EMBEDDED FLASHING MATERIALS
	A. Metal Flashing: Provide metal flashing complying with SMACNA's "Architectural Sheet Metal Manual" and as follows:
	1. Stainless Steel: ASTM A240/A240M or ASTM A666, Type 304, 0.016 inch (0.40 mm) thick.
	2. Fabricate continuous flashings in sections 96 inches (2400 mm) long minimum, but not exceeding 12 feet (3.7 m). Provide splice plates at joints of formed, smooth metal flashing.
	3. Fabricate metal drip edges from stainless steel. Extend at least 3 inches (76 mm) into wall and 1/2 inch (13 mm) out from wall, with outer edge bent down 30 degrees and hemmed.
	4. Fabricate metal sealant stops from stainless steel. Extend at least 3 inches (76 mm) into wall and out to exterior face of wall. At exterior face of wall, bend metal back on itself for 3/4 inch (19 mm) and down into joint 1/4 inch (6 mm) to form a ...

	B. Solder and Sealants for Sheet Metal Flashings: As specified in Section 076200 "Sheet Metal Flashing and Trim."
	C. Adhesives, Primers, and Seam Tapes for Flashings: Flashing manufacturer's standard products or products recommended by flashing manufacturer for bonding flashing sheets to each other and to substrates.

	2.7 MISCELLANEOUS MASONRY ACCESSORIES
	A. Compressible Filler: Premolded urethane filler strips complying with ASTM D1056, Grade 2A1; compressible up to 35 percent; of width and thickness indicated.
	B. Cellular Plastic Weep/Vent: One-piece, flexible extrusion made from UV-resistant polypropylene copolymer, full height and width of head joint and depth 1/8 inch (3 mm) less than depth of outer wythe, in color selected from manufacturer's standard.
	C. Cavity Drainage Material: Free-draining mesh strips, full depth of cavity and 10 inches (250 mm) high, with dovetail-shaped notches 7 inches (175 mm) deep that prevent clogging with mortar droppings.

	2.8 MASONRY CLEANERS
	A. Proprietary Acidic Cleaner: Manufacturer's standard-strength cleaner designed for removing mortar/grout stains, efflorescence, and other new construction stains from new masonry without discoloring or damaging masonry surfaces. Use product expressl...

	2.9 MORTAR MIXES
	A. General: Do not use admixtures, including pigments, air-entraining agents, accelerators, retarders, water-repellent agents, antifreeze compounds, or other admixtures unless otherwise indicated.
	1. Do not use calcium chloride in mortar or grout.
	2. Use portland cement-lime or masonry cement mortar unless otherwise indicated.
	3. Add cold-weather admixture (if used) at same rate for all mortar that will be exposed to view, regardless of weather conditions, to ensure that mortar color is consistent.

	B. Mortar for Unit Masonry: Comply with ASTM C270, Proportion Specification. Use Type N unless another type is indicated.
	C. Pigmented Mortar: Use colored cement product or select and proportion pigments with other ingredients to produce color required. Do not add pigments to colored cement products.
	1. Pigments shall not exceed 10 percent of portland cement by weight.
	2. Pigments shall not exceed 5 percent of masonry cement or mortar cement by weight.
	3. Application: Use pigmented mortar for exposed mortar joints.



	PART 3 -  EXECUTION
	3.1 EXAMINATION
	A. Examine conditions, with Installer present, for compliance with requirements for installation tolerances and other conditions affecting performance of the Work.
	1. For the record, prepare written report, endorsed by Installer, listing conditions detrimental to performance of the Work.
	2. Verify that foundations are within tolerances specified.
	3. Verify that reinforcing dowels are properly placed.
	4. Verify that substrates are free of substances that impair mortar bond.

	B. Before installation, examine rough-in and built-in construction for piping systems to verify actual locations of piping connections.
	C. Proceed with installation only after unsatisfactory conditions have been corrected.

	3.2 INSTALLATION, GENERAL
	A. Thickness: Build cavity and composite walls and other masonry construction to full thickness shown. Build single-wythe walls to actual widths of masonry units, using units of widths indicated.
	B. Build chases and recesses to accommodate items specified in this and other Sections.
	C. Leave openings for equipment to be installed before completing masonry. After installing equipment, complete masonry to match construction immediately adjacent to opening.
	D. Use full-size units without cutting if possible. If cutting is required to provide a continuous pattern or to fit adjoining construction, cut units with motor-driven saws; provide clean, sharp, unchipped edges. Allow units to dry before laying unle...
	E. Select and arrange units for exposed unit masonry to produce a uniform blend of colors and textures. Mix units from several pallets or cubes as they are placed.

	3.3 TOLERANCES
	A. Dimensions and Locations of Elements:
	1. For dimensions in cross section or elevation, do not vary by more than plus 1/2 inch (12 mm) or minus 1/4 inch (6 mm).
	2. For location of elements in plan, do not vary from that indicated by more than plus or minus 1/2 inch (12 mm).
	3. For location of elements in elevation, do not vary from that indicated by more than plus or minus 1/4 inch (6 mm) in a story height or 1/2 inch (12 mm) total.

	B. Lines and Levels:
	1. For bed joints and top surfaces of bearing walls, do not vary from level by more than 1/4 inch in 10 feet (6 mm in 3 m), or 1/2-inch (12-mm) maximum.
	2. For conspicuous horizontal lines, such as lintels, sills, parapets, and reveals, do not vary from level by more than 1/8 inch in 10 feet (3 mm in 3 m), 1/4 inch in 20 feet (6 mm in 6 m), or 1/2-inch (12-mm) maximum.
	3. For vertical lines and surfaces, do not vary from plumb by more than 1/4 inch in 10 feet (6 mm in 3 m), 3/8 inch in 20 feet (9 mm in 6 m), or 1/2-inch (12-mm) maximum.
	4. For conspicuous vertical lines, such as external corners, door jambs, reveals, and expansion and control joints, do not vary from plumb by more than 1/8 inch in 10 feet (3 mm in 3 m), 1/4 inch in 20 feet (6 mm in 6 m), or 1/2-inch (12-mm) maximum.
	5. For lines and surfaces, do not vary from straight by more than 1/4 inch in 10 feet (6 mm in 3 m), 3/8 inch in 20 feet (9 mm in 6 m), or 1/2-inch (12-mm) maximum.
	6. For vertical alignment of exposed head joints, do not vary from plumb by more than 1/4 inch in 10 feet (6 mm in 3 m), or 1/2-inch (12-mm) maximum.
	7. For faces of adjacent exposed masonry units, do not vary from flush alignment by more than 1/16 inch (1.5 mm) except due to warpage of masonry units within tolerances specified for warpage of units.

	C. Joints:
	1. For bed joints, do not vary from thickness indicated by more than plus or minus 1/8 inch (3 mm), with a maximum thickness limited to 1/2 inch (12 mm).
	2. For exposed bed joints, do not vary from bed-joint thickness of adjacent courses by more than 1/8 inch (3 mm).
	3. For head and collar joints, do not vary from thickness indicated by more than plus 3/8 inch (9 mm) or minus 1/4 inch (6 mm).
	4. For exposed head joints, do not vary from thickness indicated by more than plus or minus 1/8 inch (3 mm). Do not vary from adjacent bed-joint and head-joint thicknesses by more than 1/8 inch (3 mm).
	5. For exposed bed joints and head joints of stacked bond, do not vary from a straight line by more than 1/16 inch (1.5 mm) from one masonry unit to the next.


	3.4 ANCHORED MASONRY VENEERS
	A. Anchor masonry veneers to wall framing with masonry-veneer anchors to comply with the following requirements:
	1. Fasten screw-attached anchors through sheathing to wall framing with metal fasteners of type indicated. Use two fasteners unless anchor design only uses one fastener.
	2. Embed tie sections in masonry joints.
	3. Locate anchor sections to allow maximum vertical differential movement of ties up and down.
	4. Space anchors as indicated, but not more than 16 inches (406 mm) o.c. vertically and 25 inches (635 mm) o.c. horizontally, with not less than one anchor for each [2.67 sq. ft. (0.25 sq. m)] [3.5 sq. ft. (0.33 sq. m)] of wall area. Install additiona...

	B. Provide airspace between back of masonry veneer and face of insulation as indicated on the Drawings.
	1. Keep airspace clean of mortar droppings and other materials during construction. Bevel beds away from airspace, to minimize mortar protrusions into airspace. Do not attempt to trowel or remove mortar fins protruding into airspace.


	3.5 EXPANSION JOINTS
	A. General: Install expansion-joint materials in unit masonry as masonry progresses. Do not allow materials to span expansion joints without provision to allow for in-plane wall or partition movement.
	A. Refer to Section 040400 “Common Work Results for Masonry.”

	3.6 LINTELS
	A. Install steel lintels where indicated.
	B. Provide minimum bearing of 8 inches (200 mm) at each jamb unless otherwise indicated.

	3.7 FLASHING, WEEP HOLES, AND VENTS
	A. General: Install embedded flashing and weep holes in masonry at shelf angles, lintels, ledges, other obstructions to downward flow of water in wall, and where indicated. Install vents at shelf angles, ledges, and other obstructions to upward flow o...
	A. Remove and replace masonry units that are loose, chipped, broken, stained, or otherwise damaged or that do not match adjoining units. Install new units to match adjoining units; install in fresh mortar, pointed to eliminate evidence of replacement.
	B. Pointing: During the tooling of joints, enlarge voids and holes, except weep holes, and completely fill with mortar. Point up joints, including corners, openings, and adjacent construction, to provide a neat, uniform appearance. Prepare joints for ...
	C. In-Progress Cleaning: Clean unit masonry as work progresses by dry brushing to remove mortar fins and smears before tooling joints.
	D. Final Cleaning: After mortar is thoroughly set and cured, clean exposed masonry as follows:
	1. Remove large mortar particles by hand with wooden paddles and nonmetallic scrape hoes or chisels.
	2. Test cleaning methods on sample wall panel; leave one-half of panel uncleaned for comparison purposes. Obtain Architect's approval of sample cleaning before proceeding with cleaning of masonry.
	3. Protect adjacent stone and non-masonry surfaces from contact with cleaner by covering them with liquid strippable masking agent or polyethylene film and waterproof masking tape.
	4. Wet wall surfaces with water before applying cleaners; remove cleaners promptly by rinsing surfaces thoroughly with clear water.
	5. Clean brick by bucket-and-brush hand-cleaning method described in BIA Technical Notes 20.
	6. Clean concrete masonry by applicable cleaning methods indicated in NCMA TEK 8-4A.
	7. Clean masonry with a proprietary acidic cleaner applied according to manufacturer's written instructions.
	8. Clean stone trim to comply with stone supplier's written instructions.
	9. Clean limestone units to comply with recommendations in ILI's "Indiana Limestone Handbook."


	3.8 MASONRY WASTE DISPOSAL
	A. Salvageable Materials: Unless otherwise indicated, excess masonry materials are Contractor's property. At completion of unit masonry work, remove from Project site.
	B. Waste Disposal as Fill Material: Clean masonry waste, including excess or soil-contaminated sand, waste mortar, and broken masonry units, by crushing and mixing with fill material as fill is placed.
	C. Excess Masonry Waste: Remove excess clean masonry waste that cannot be used as fill, as described above or recycled, and other masonry waste, and legally dispose of off Owner's property.



