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ITEM 254 - PAVEMENT PLANING, PORTLAND CEMENT CONCRETE, AS PER PLAN

THIS CONTINGENCY ITEM CONSISTS OF PAVEMENT PLANING OF CONCRETE APPROACH AND/OR
ABUTMENT SLABS WITH DIAMOND BLADES ONLY. THIS QUANTITY IS INTENDED TO BE UTILIZED
TO MEET PAVEMENT SMOOTHNESS. A QUANTITY OF 5,600 SQ.YD. IS INCLUDED IN THE
ESTIMATED QUANTITIES TO BE USED AS DIRECTED BY THE CHIEF ENGINEER OR AS INDICATED
IN THE PLANS.

PAYMENT FOR ALL LABOR, EQUIPMENT AND MATERIALS NECESSARY FOR THE ABOVE
MENTIONED WORK SHALL BE DEPENDENT ON AND IN ACCORDANCE WITH ITEM 254-PAVEMENT
PLANING, PORTLAND CEMENT CONCRETE, AS PER PLAN.

ITEM SPECIAL - PATCHING CONCRETE BRIDGE DECKS, TYPE B
REFER TO ODOT PN 512, DATED 01/15/16. REFER TO ODOT CMS 511 FOR TEMPERATURE REQUIREMENTS
DURING PLACEMENT AND CURING.

THIS ITEM SHALL CONSIST OF FURNISHING THE NECESSARY LABOR, MATERIALS, AND EQUIPMENT TO REPAIR, AT
THE DIRECTION OF THE CHIEF ENGINEER, THE WEARING SURFACE OF CONCRETE BRIDGE DECKS, ABUTMENT
SLABS, AND APPROACH SLABS, INCLUDING THE REMOVAL OF ALL LOOSE AND UNSOUND CONCRETE,
BITUMINOUS PATCHES, SURFACE PREPARATION, BONDING COAT AND THE MIXING, PLACING, FINISHING, AND
CURING OF THE MORTAR OR CONCRETE PATCHES. THIS ITEM SHALL BE USED AT AREAS DESIGNATED IN THE
PLAN OR AS DIRECTED BY THE ENGINEER TO REPAIR ISOLATED POTHOLES AND SCALING OF THE WEARING
SURFACE ALONG JOINT ARMOUR, ETC.

MATERIALS SHALL CONFORM TO THE FOLLOWING REQUIREMENTS:

- QUICK SETTING CONCRETE MORTAR - TYPE 1 OR 2, SHALL COMPLY WITH 705.21.
- CURING MATERIALS - TYPE B PATCHES SHALL COMPLY WITH 705.07.

- MATERIALS SHALL BE LISTED ON THE CURRENT ODOT QUALIFIED PRODUCTS LIST.

REMOVAL OF UNSOUND CONCRETE:

THE CONTRACTOR SHALL PROVIDE ALL NECESSARY MATERIAL, EQUIPMENT, LABOR, AND INCIDENTALS TO PERMIT
SOUNDING, INSPECTION OF THE DECK AND ABUTMENT SLAB WEARING SURFACES. THE CONTRACTOR'S
SUPERINTENDENT SHALL ACCOMPANY THE CHIEF ENGINEER IN MAKING AN EXAMINATION TO MARK THE AREAS
OF REPAIRS TO BE MADE. SOUNDING MAY HAVE TO BE DELAYED UNTIL THE DECK IS SUFFICIENTLY DRY TO
PERMIT DETECTION OF ALL AREAS OF POTENTIAL DELAMINATION.

THE PERIMETER OF ALL REMOVAL AREAS SHALL BE SAW CUT TO A DEPTH OF 1 INCH TO PRODUCE A VERTICAL
OR SLIGHTLY UNDERCUT FACE. ADDITIONAL SAW CUTS MAY BE REQUIRED TO FACILITATE REMOVAL.

ALL UNSOUND CONCRETE INCLUDING ALL PATCHES OTHER THAN SOUND PORTLAND CEMENT CONCRETE AND
ALL LOOSE AND DISINTEGRATED CONCRETE, SHALL BE REMOVED. THE UNSOUND CONCRETE MAY BE REMOVED
BY CHINPPING OR HAND DRESSING. CHIPPING HAMMERS SHALL NOT BE HEAVIER THAN THE NOMINAL 35
POUND CLASS AND SHALL BE OPERATED AT AN ANGLE OF LESS THAN 45 DEGREES MEASURED FROM THE
SURFACE OF THE DECK. CONCRETE SHALL BE REMOVED IN A MANNER THAT PREVENTS CUTTING, ELONGATING,
OR DAMAGING REINFORCING STEEL. WHERE THE BOND BETWEEN THE CONCRETE AND A PRIMARY REINFORCING
BAR HAS BEEN DESTROYED, OR WHERE MORE THAN ONE HALF OF THE PERIPHERY OF SUCH A BAR HAS BEEN
EXPOSED THE ADJACENT CONCRETE SHALL BE REMOVED TO A DEPTH THAT WILL PROVIDE A MINIMUM 3/4 INCH
CLEARANCE AROUND THE BAR EXCEPT WHERE OTHER REINFORCING BARS MAKE THIS IMPRACTICAL.
REINFORCEMENT WHICH HAS BECOME LOOSE SHALL BE ADEQUATELY SUPPORTED AND TIED BACK INTO PLACE.

AFTER COMPLETION OF THE SECONDARY REMOVAL OPERATIONS, RE-SOUND THE DECK TO ENSURE THAT ONLY
SOUND CONCRETE REMAINS.

MINIMIZE CONSTRUCTION JOINTS. CONSTRUCTION JOINTS SHALL ONLY BE PLACED ON THE PERIMETER OF THE
REMOVAL AREAS.

SURFACE PREPARATION:

CLEANING SHALL CLOSELY PRECEDE APPLICATION OF THE BONDING GROUT AND/OR THE PATCHING MATERIAL.
THE SURFACE TO BE PATCHED AT THE EXPOSED REINFORCING STEEL SHALL BE THOROUGHLY CLEANED BY
SANDBLASTING FOLLOWED BY AN AIR BLAST. IT MAY BE NECESSARY TO USE HAND TOOLS TO REMOVE SCALE
FROM THE REINFORCING STEEL.

FOR TYPE B PATCHES, THE PREPARED SURFACE SHALL BE SURFACE DRY. ANY ADDITIONAL SURFACE
PREPARATION SHALL BE IN ACCORDANCE WITH THE MANUFACTURER'S RECOMMENDATIONS FOR THE PATCHING
MATERIAL WHICH IS USED.

BONDING GROUT:
TYPE B PATCHES SHALL BE BONDED ACCORDING TO THE MANUFACTURER'S RECOMMENDATIONS.

PATCHING:

TYPE B PATCHING MATERIAL SHALL BE MADE USING QUICK SETTING CONCRETE MORTAR, TYPE 1 OR 2, 705.21.
THE MORTAR SHALL BE MIXED AND PLACED AS PER MANUFACTURER'S RECOMMENDATIONS. COURSE
AGGREGATE MAY BE ADDED IN ACCORDANCE WITH THE MANUFACTURER'S INSTRUCTIONS WHEN THE DEPTH OF
THE PATCH EXCEEDS 1 INCH.

CURING:
TYPE B PATCHES SHALL BE CURED IN ACCORDANCE WITH THE MANUFACTURER'S RECOMMENDATIONS.

SEALING AROUND REPAIRS:
THE JOINTS AROUND THE REPAIRS SHALL BE SEALED IN ACCORDANCE WITH SP 516B. THE COST OF SEALING
THE JOINTS SHALL BE INCIDENTAL TO ITEM SPECIAL-PATCHING CONCRETE BRIDGE DECKS, TYPE B.

MEASUREMENT AND PAYMENT:

THE ACCEPTED QUANTITIES FOR THE COMPLETED WORK AS DESCRIBED WILL BE MEASURED AS THE ACTUAL
AREA OF BRIDGE DECK REPAIRED, IRRESPECTIVE OF DEPTH. THE QUANTITY MEASURED SHALL INCLUDE ALL
ACCESS, LABOR, TOOLS, MATERIALS, EQUIPMENT AND INCIDENTALS NECESSARY TO PERFORM THE WORK AND
SHALL BE PAID FOR UNDER THE FOLLOWING CONTRACT ITEM (PAY ITEM):

ITEM SPECIAL - 66-5@¥B- PATCHING CONCRETE BRIDGE DECKS, TYPE B 5005Q.YD.

FINAL LOCATION OF PATCHING WILL BE PROVIDED TO THE CONTRACTOR BY THE CHIEF ENGINEER PRIOR TO
COMMENCING THE PROJECT.

ITEM SPECIAL - ASPHALT REJUVENATOR, POLYMER EMULSION

THIS ITEM SHALL CONSIST OF SUPPLYING AND PLACING APPROXIMATELY 39,000 SQ.YD. OF A
POLYMERIZED EMULSION. THE POLYMERIZED EMULSION SHALL BE JOINTBOND AS
MANUFACTURED BY D & D EMULSIONS OR APPROVED EQUAL BY THE CHIEF ENGINEER.

FOR THE LONGITUDINAL JOINTS, THE POLYMERIZED EMULSION SHALL BE APPLIED 36" WIDE

AND CENTERED ON THE LONGITUDINAL JOINT BETWEEN THE CENTER AND LEFT LANE. THE
POLYMERIZED EMULSION SHALL BE PLACED AFTER THE SP 404 SURFACE COURSE IS

COMPLETE AND IN PLACE (BOTH LANES PAVED) AND SHALL BE APPLIED TO THE LONGITUDINAL
JOINTS IN ACCORDANCE WITH THE MANUFACTURERS RECOMMENDATIONS AND SPECIFICATIONS.
CONTRACTOR SHALL ALSO PERFORM ANY MANUFACTURER RECOMMENDED TEST SECTIONS TO
VERIFY APPLICATION RATE TO THE NEW PAVEMENT SURFACE AND THE EXISTING PAVEMENT AS
WELL. ANY ADJUSTMENTS TO THE APPLICATION RATE WILL BE MADE BY THE MANUFACTURER
BASED OF FIELD TESTING RESULTS.

CONTRACTOR SHALL ALSO APPLY THE POLYMER EMULSION PRIOR TO ANY FINAL STRIPING OR
RE-STRIPING OPERATIONS.

PAYMENT FOR THIS ITEM SHALL BE AT THE CONTRACT UNIT PRICE PER SQ.YD. FURNISHED
INSTALLED AND ACCEPTED BY THE CHIEF ENGINEER, AND SHALL INCLUDE ALL LABOR,
EQUIPMENT AND MATERIALS. TEMPORARY TRAFFIC CONTROL, AND INCIDENTALS NECESSARY TO
COMPLETE THIS ITEM.

ITEM 606-IMPACT ATTENUATOR, TYPE 2 (UNIDIRECTIONAL), AS PER PLAN

THIS ITEM SHALL CONSIST OF FURNISHING AND INSTALLING THE FOLLOWING IMPACT
ATTENUATOR: A QUADGUARD M10 AS MANUFACTURED BY TRINITY HIGHWAY PRODUCTS, LLC
OR APPROVED EQUAL.

INSTALLATION SHALL BE AT THE LOCATION SPECIFIED IN THE PLANS, IN ACCORDANCE WITH
THE MANUFACTURER'S SPECIFICATIONS AND AS DETAILED IN THE PRE-APPROVED SHOP
DRAWINGS FOUND ON ODOT'S ROADWAY APPROVED PRODUCTS LIST FOR PERMANENT OR
WORK ZONE IMPACT ATTENUATORS TYPE 2.

PAYMENT FOR THE ABOVE ITEM SHALL BE MADE AT THE UNIT PRICE BID, EACH, FOR ITEM
606-IMPACT ATTENUATOR, TYPE 2 (UNIDIRECTIONAL), AS PER PLAN, AND SHALL INCLUDE ALL
LABOR, TOOLS, EQUIPMENT AND MATERIALS NECESSARY TO CONSTRUCT A COMPLETE AND
FUNCTIONAL IMPACT ATTENUATOR SYSTEM, INCLUDING ALL RELATED BACKUPS/BACKSTOPS,
GUARDRAIL TRANSITIONS, HARDWARE, EXCAVATION AND GRADING, CONCRETE AND FULL DEPTH
SAW CUTTING OF EXISTING ASPHALT NOT SEPARATELY SPECIFIED, AS REQUIRED BY THE
MANUFACTURER.

ITEM 202 - PORTIONS OF STRUCTURE REMOVED, AS PER PLAN

THE FOLLOWING CONTINGENCY QUANTITY OF 15 EACH OF ITEM 202, PORTIONS OF STRUCTURE
REMOVED, AS PER PLAN, HAS BEEN INCLUDED FOR USE AS DIRECTED BY THE CHIEF

ENGINEER. THIS ITEM SHALL INCLUDE ALL LABOR AND MATERIALS NECESSARY TO REMOVE
THE EXISTING BRIDGE TERMINAL ASSEMBLY, THE EXISTING BRIDGE PARAPET (ASSUME MIN. OF
10, MAX. OF 14’) TO THE CONSTRUCTION JOINT AND CONSTRUCT NEW PARAPET TRANSITION AS
PER MGS-3.1, MGS-3.2, DGSTR-1, DGSTR-2, DGSTR-3, AND DGSTR-4 TO ACCEPT THE PERTINENT
BRIDGE TERMINAL ASSEMBLY AS DETAILED IN THESE PLANS. ANY ADDITIONALLY REQUIRED
CONCRETE CURBING AND REINFORCING, AS SPECIFIED BY THE STANDARD DRAWINGS, SHALL
BE INSTALLED AS WELL AND CONSIDERED INCIDENTAL TO THIS ITEM.

ALL LABOR, MATERIALS AND EQUIPMENT NECESSARY TO COMPLETE THIS ITEM SHALL BE

INCLUDED IN THE PRICE BID FOR ITEM 202 - PORTIONS OF STRUCTURE REMOVED, AS PER
PLAN.

ITEM SPECIAL - EXISTING AGGREGATE DRAIN OUTLET CLEAN OUT

THE FOLLOWING ITEM HAS BEEN INCLUDED IN THE ESTIMATED QUANTITIES FOR USE IN
UNCOVERING AND EXPOSING EXISTING TYPE [l AGGREGATE DRAIN OUTLETS ON THE
RIGHT/OUTSIDE SHOULDER ONLY. THE CONTRACTOR SHALL SUBMIT, FOR APPROVAL, ITS
PROPOSED METHOD FOR PERFORMING THE WORK.

THE APPROXIMATE LOCATION OF EXISTING TYPE Il AGGREGATE DRAIN OUTLET IS AT EACH
EXISTING PAVEMENT JOINT WHICH SHOULD BE SPACED AT APPROXIMATELY 61-6" O/C. FOR
ESTIMATING PURPOSES, THE WORK TO BE PERFORMED SHALL INCLUDE THE FOLLOWING:
STARTING 4' FROM THE OUTSIDE EDGE OF THE SHOULDER, REMOVE UP TO 1'IN DEPTH OF
SLOPE MATERIAL, REMOVE AT A WIDTH OF 3', REMOVE AT A LENGTH OF APPROXIMATELY 20,
AND ALLOW TO DRAIN UNTIL WATER IS NO LONGER FLOWING. PLACE NEW MATERIAL IN
EXCAVATED AREA TO RESTORE OUTLET USING MATERIAL IN ACCORDANCE WITH SP 605.

CONTRACTOR SHALL DISPOSE OF ALL EXCAVATED MATERIAL IN ACCORDANCE WITH SP 105.

ALL AREAS ARE TO BE REVIEWED BY THE CHIEF ENGINEER AND CONTRACTOR TO DETERMINE
APPROXIMATE LOCATION PRIOR TO COMMENCING ANY APPROVED WORK. THE CHIEF ENGINEER
MAY ADJUST NUMBER, SIZE, SPACING, AND/OR LOCATION AFTER REVIEW TO ENSURE PLAN
INTENT IS MET. NO WORK WILL BE PERFORMED OVER AN EXISTING ACTIVE UTILITY . ALL

REVIEW AND LAYOUT WORK, BY THE CONTRACTOR, SHALL BE CONSIDERED INCIDENTAL TO SP
623.

ITEM SPECIAL - EXISTING AGGREGATE DRAIN OUTLET CLEAN OUT, SHALL INCLUDE ALL LABOR,
EQUIPMENT, MATERIALS, AND INCIDENTALS NECESSARY TO COMPLETE THE ABOVE-MENTIONED
WORK:

ITEM SPECIAL - AGGREGATE DRAIN OUTLET CLEAN OUT 10,608 SQ. YD.

INDEPENDENCE, OH 44131
(440) 663-4504 ¥ LJBinc.com

DESIGN AGENCY
LJB Inc. + 6480 ROCKSIDE WOODS SOUTH SUITE 290

(

OHIO
TURNPIKE

BY | DATE|
DLF [3/18/24
DLF [3/22/24

REVISIONS
ADDENDUM NO. 1
ADDENDUM NO. 2

NRW [A
IN CHARGE A

CHECKED
JJS

DESIGNED
DLF
DRAWN
CRB

GENERAL NOTES

PROJECT 59-24-02
DATE: 2/2/24

OHIO TURNPIKE AND INFRASTRUCTURE COMMISSION

Cin

OHIO
TURNPIKE]



www.ljbinc.com
www.ljbinc.com
www.ljbinc.com
www.ljbinc.com
www.ljbinc.com
www.ljbinc.com
www.ljbinc.com
www.ljbinc.com

	Sheets and Views
	GN010


