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ANSWERS TO QUESTIONS RECEIVED THROUGH 8:00 A.M. ON FEBRUARY 1, 2024

MODIFICATIONS TO THE CONTRACT DOCUMENTS

Special Provisions:
Revised SP 103 — Construction Phasing and Time of Completion

-AND-

Revised Plan Sheet 3 of 3 — Deck Patching Plan (revised to show centerline of beam locations)
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Contracts Administration.
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Director of Contracts Administration
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ANSWERS TO QUESTIONS RECEIVED THROUGH 8:00 A.M. ON FEBRUARY 1, 2024:

Q#1 Please reference page 3 of the drawings for these questions and suggestions. This page details
the general areas for both the Type A and the full depth repair areas. The Type A deck
patching specification PN 512 found on sheet SP 267-268 states the material to be used on these
patches is NOT to be ready-mixed concrete. The full depth repair note on plan sheet 2 states
the material to be used for the full depth repairs is to be class QC2 concrete. Using two
different mixes of concrete material types in one patch area is not practical. The full depth
material is to be placed to the existing deck elevation. Would a concrete form be required to
isolate this concrete from the Type A patching area around it? A solution for this would be to
use the same mix design used in the full depth repair for the areas that are around the
perimeter that is shown at Type A patching. Also suggest that either MSC or SDC mix is used
for these areas. For Type A patching areas that might be on the deck not adjacent to full depth
patches, material outlined in section F or PN 512 can be used.

A#I A concrete form is not required to isolate or separate the partial depth patching from the full depth

patching. For areas of full depth patching connected to areas of partial depth patching, the mix design
for the full depth patching may be used throughout.
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