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GENERAL NOTES 

1. REFER TO HVAC AND PLUMBING SCHEDULES 
FOR POWER REQUIREMENTS.

2. FOR ELECTRICAL RISER DIAGRAM, SEE SHEET 
E116. FOR PANELBOARD SCHEDULES,
SEE SHEET E118-E127.

1 PROVIDE 208V, 3PST 100A FUSED DISCONNECT
SWITCH AND CONNECT TO ELEVATOR
CONTROLLER (208V, 3Ø, 15HP). FUSE PER
ELEVATOR SUPPLIER’S RECOMMENDATION.
VERIFY REQUIREMENTS WITH SUPPLIER. CIRCUIT
TO PANEL MDP.

2 PROVIDE 120V, 1P, 30A FUSED DISCONNECT
SWITCH AND CONNECT TO ELEVATOR CAB
LIGHTING. CIRCUIT TO PANEL LP.

3 EQUIPMENT IS POWERED BY CORRESPONDING
OUTDOOR UNIT AND DOES NOT REQUIRE
ADDITIONAL ELECTRICAL CONNECTIONS.

4 PROVIDE 208V, 2PST, 30A FUSED DISCONNECT
SWITCH IN A NEMA 3R ENSLOSURE. FUSE PER
UNIT MANUFACTURER’S RECOMMENDATION.

5 PROVIDE 208V, 3PST, 60A FUSED DISCONNECT
SWITCH IN A NEMA 3R ENCLOSURE. FUSE PER
UNIT MANUFACTURERS RECOMMENDATION.

KEY NOTES:
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