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2. SEE MANUFACTURER'S MANUAL FOR
INFORMATION ON DUPLEX PUMP VALVE
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EXTEND SLEEVE 1" ABOVE FLOOR
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OPENING WITH NON-
SHRINK GROUT (TYPICAL)

SILICONE JOINT SEALANT 1/4"
WIDE BY 3/8" DEEP (TYPICAL)
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<~ SCHEDULE 40 BLACK STEEL PIPE
SLEEVE (SIZE FOR PIPE AND
INSULATION)

V¥PIPE

CAULK AROUND PERIMETER OF

SLEEVE (TYPICAL)
BARE PIPE INSULATED PIPE
NOTES:
1. AT THE CONTRACTORS' OPTION A U.L. LISTED/APPROVED FIRE STOP PIPE SLEEVE ASSEMBLY MAY
BE SUBMITTED FOR APPROVAL.
2. FOR EXISTING FLOOR SLABS, CORE DRILL OR STAR DRILL OPENING THRU EXISTING FLOOR SLAB
FOR PIPE SLEEVES AS DIRECTED.
3. GALVANIZED SLEEVE SHALL BE CAST INTO NEW CONCRETE SLAB POURS.
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(3

NTS

P401

DESIGNED
AR
DRAWN
AR

A ———— BACKUP MATERIAL. U.L. THERMAFIBER OR FOAM

PLUMBING DETAILS
TRUMBULL COUNTY

TOLL PLAZA 211

4/16/2021

PROJECT 58-21-01
DATE:

P401

OHIO |
TURNPIKE

OHIO
TURNPIKE

OHIO TURNPIKE AND INFRASTRUCTURE COMMISSION




	Sheets
	P207 - PEDESTRIAN BRIDGE PLUMBING PLAN
	P401 - PLUMBING DETAILS


