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BASEMENT FLOOR PLAN
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STANDARD ARCHITECTURAL WALL TYPES

ONE (1) LAYER OF 5 /  8" GYPSUM BOARD EACH SIDE 
OF 3 5 /  8" METAL STUDS AT 16" O/C, FROM FINISH
FLOOR TO 6" ABOVE FINISH CEILING.

ONE (1) LAYER OF 5 /  8" GYPSUM BOARD EACH SIDE 
OF 3 5 /  8" METAL STUDS AT 16" O/C WITH SOUND ATTENUATION 
BATTS, FROM FINISH FLOOR TO 6" ABOVE FINISH CEILING.

ONE (1) LAYER OF 5 /  8" GYPSUM BOARD ON ONE (1) SIDE
OF 3 5 / 8" METAL STUDS AT 16" O/C, FROM FINISH FLOOR
TO 6" ABOVE FINISH CEILING.

WALL COMPOSITIONTYPE

NOTE B:

NOTE C:

WALL COMPOSITION
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INDICATES 1 HOUR RATED WALL CONSTRUCTION

NOTE A:8" CONCRETE MASONRY UNITS, TO UNDERSIDE OF ROOF DECK
OR FLOOR SLAB, RUNNING BOND.  SEE 15 / A-19 FOR TOP OF WALL
DETAIL.  (1 HOUR RATED WALL - U.L. DESIGN NO. U905)

NOT USED.

CEMENT BACKER BOARD TO BE USED IN LIEU OF GYPSUM 
BOARD FOR ALL TILE INSTALLATIONS (TYPICAL)

REFER TO SPECIFICATION FOR MOISTURE RESISTANT GYPSUM 
BOARD REQUIREMENTS IN WET AREAS NOT COVERED BY TILE

ONE (1) LAYER OF 5 / 8" GYPSUM BOARD EACH SIDE OF 3 5 /  8" 
METAL STUDS AT 16" O/C, FROM FINISH FLOOR TO UNDERSIDE OF 
STRUCTURE ABOVE.  INSTALL DEFLECTION TRACK PER FLEXIBLE 
TRACK DETAIL 2/3-A38.

ONE (1) LAYER OF 5 /  8" GYPSUM BOARD EACH SIDE OF 3 5 / 8" 
METAL STUDS AT 16" O/C,  WITH SOUND ATTENUATION BATTS, FROM 
FINISH FLOOR TO UNDERSIDE OF STRUCTURE ABOVE.  INSTALL 
DEFLECTION TRACK PER FLEXIBLE TRACK DETAIL 2/3-A38.

6" OR 8" CONCRETE MASONRY UNITS, TO UNDERSIDE OF ROOF DECK
OR FLOOR SLAB, RUNNING BOND.  SEE 14 / 3-A19 FOR TOP OF WALL 
DETAIL.
6" OR 8" CONCRETE MASONRY UNITS, TO 6" ABOVE CEILING, RUNNING
BOND.

ONE (1) LAYER OF 5 /  8" GYPSUM BOARD ON ONE (1) SIDE
OF 3 5 / 8" METAL STUDS AT 16" O/C WITH SOUND
ATTENUATION BATTS, FROM FINISH FLOOR TO STRUCTURE
ABOVE.  INSTALL DEFLECTION TRACK PER FLEXIBLE TRACK
DETAIL 2/3-A38

ONE (1) LAYER OF 5 /  8" GYPSUM BOARD ON 7 /  8" METAL "HAT"
CHANNELS AT 16" O/C ON ONE (1) SIDE OF 8" CONCRETE MASONRY 
UNITS, FROM FINISH FLOOR TO 6" ABOVE FINISH CEILING.  
CONCRETE MASONRY UNITS TO UNDERSIDE OF STRUCTURE 
ABOVE.
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12" CONCRETE MASONRY UNITS, TO 6" ABOVE CEILING, RUNNING
BOND.
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ONE (1) LAYER OF 5/8"  GYPSUM BOARD ON 3 5/8" METAL STUDS @
6" O/C ON THE (1) SIDE OF 8" CONCRETE MASONRY UNITS, FROM 
FINISH FLR. TO 6" ABOVE FINISH CEILING.  CONCRETED MASONRY
UNITS TO UNDERSIDE OF STRUCTURE ABOVE. SEE 15/A-19 FOR TOP
OF WALL DETAIL (1 HOUR RATED WALL  U.L. DESIGN NO. u905)
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ONE (1) LAYER OF 5 /  8" GYPSUM BOARD ON 7 /  8" METAL "HAT"
CHANNELS AT 16" O/C ON ONE (1) SIDE OF 8" CONCRETE MASONRY 
UNITS, FROM FINISH FLOOR TO 6" ABOVE FINISH CEILING.  
CONCRETE MASONRY UNITS TO UNDERSIDE OF STRUCTURE ABOVE.
SEE 15/3-A19 FOR TOP OF WALL DETAIL
(1 HOUR RATED WALL - U.L. DESIGN NO. U905).
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