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E.C. IS RESPONSIBLE TO SECURE AND PAY FOR ALL PERMITS, ADHERE TO ALL STATE, LOCAL
AND NATIONAL ELECTRIC CODES, AND SCHEDULE INSPECTION TIMES AS TO NOT DELAY JOB
PROGRESS.

COORDINATE ALL WORK WITH OTHER TRADES TO ELIMINATE CONFLICTS ON THE JOB.

PERFORM ALL WORK IN A NEAT AND PROFESSIONAL MANNER, AND SUPPLY ALL NEW
EQUIPMENT AND ACCESSORIES.

SUBMIT SHOP DRAWINGS AND OPERATION MANUALS OF ALL EQUIPMENT AND ACCESSORIES
FOR OWNER APPROVAL, PRIOR TO STARTING WORK.

ALL LINE VOLTAGE WIRING IS TO BE IN CONDUIT OR MC CABLE. MINIMUM SIZE CONDUIT TO
BE 1/2" FOR INDIVIDUAL LIGHT FIXTURE CONNECTIONS, AND 3/4” FOR ALL OTHER LOCATIONS.
FLEXIBLE CONDUIT TO BE MC CABLE (NO BX).

ALL ELECTRICAL PANELS ARE TO BE BASED ON SQUARE "D” OR EQUAL BY G.E. OR ITE
SIEMENS WITH BOLT-ON TYPE CIRCUIT BREAKERS.

ALL PENETRATIONS OF WALL, ROOF AND CEILINGS TO BE SEALED AS REQUIRED WITH FIRE
SEALANT TO MAINTAIN FIRE RATING AS REQUIRED.

CONDUITS AND/OR CABLES INSTALLED UNDER ROOF DECKING SHALL HAVE A MINIMUM OF 1
1/2" SPACE BETWEEN CONDUITS AND/OR CABLES AND ROOF DECKING PER NEC ARTICLE
300.4 (E).

PANELBOARDS, METER SOCKET ENCLOSURES ETC. THAT ARE LIKELY TO REQUIRE EXAMINATION,
ADJUSTMENT, SERVICING, OR MAINTENANCE WHILE ENERGIZED SHALL BE FIELD MARKED TO
WARN QUALIFIED PERSONS OF POTENTIAL ELECTRIC ARC FLASH HAZARDS PER NEC 110.16.

ALL WIRING IS TO BE COLOR—CODED AS FOLLOWS:

120/208 VOLT SYSTEM:
NEUTRAL — WHITE
PHASE A OR L1 — BLACK
PHASE B OR L2 — RED
PHASE C OR L3 — BLUE
GROUND - GREEN

277/480 VOLT SYSTEM:
NEUTRAL — GRAY
PHASE A OR L1 — BROWN
PHASE B OR L2 — ORANGE
PHASE C OR L3 — YELLOW
GROUND — GREEN WITH YELLOW TRACER

PROVIDE FLEXIBLE CONDUIT FOR ALL VIBRATING EQUIPMENT, NOT TO EXCEED 3 FT. IN LENGTH.

MINIMIZE EXPOSED CONDUIT BY CONCEALING IN WALLS AS MUCH AS POSSIBLE.
BALANCE ALL PANELS WITHIN 10% OF EACH PHASE LEG.

PROVIDE LABELS AND TAGS FOR ALL PANELS AND SWITCHGEAR EQUIPMENT. PROVIDE TYPED
DIRECTORY OF ALL CIRCUITS LABELED BY ROOM NUMBER OR NAME.

CIRCUIT ALL EMERGENCY LIGHT FIXTURES, EXIT SIGNS AND NIGHTLIGHTS, (NL) TO LOCAL
CIRCUIT AHEAD OF ANY SWITCHING.

REFER TO MECHANICAL PLAN FOR LOCATION OF MECHANICAL EQUIPMENT. FIELD VERIFY
EXACT LOCATIONS.

ALL WORK SHALL BE IN STRICT ACCORDANCE WITH NATIONAL ELECTRIC CODE AND ALL LOCAL
CODES AND ORDINANCES. THE CONTRACTOR SHALL INQUIRE INTO AND COMPLY WITH ALL
APPLICABLE CODES, ORDINANCES, AND REGULATIONS. AFTER CONTRACT IS ISSUED, NO
ADDITIONAL COST DUE TO CODE ISSUES SHALL BE REIMBURSED BY THE OWNER TO THE
CONTRACTOR.

ELECTRICAL CONTRACTOR IS RESPONSIBLE TO INQUIRE WITH THE LOCAL CODE AUTHORITY ON
ANY FIRE ALARM SYSTEM REQUIREMENTS. IF THE FIRE ALARM SYSTEM IS NOT ADEQUATELY
DESCRIBED ON THE DRAWINGS, THE ELECTRICAL CONTRACTOR IS RESPONSIBLE TO INFORM THE
GENERAL CONTRACTOR AND INCLUDE THE COST AS A SEPARATE LINE ITEM IN THE BID. NO
ADDITIONAL MONIES SHALL BE AWARDED WITHOUT A SEPARATE LINE ITEM FOR THE FIRE
ALARM SYSTEM AT THE TIME OF THE BID.

ELECTRICAL CONTRACTOR SHALL VERIFY EXACT/ALL MOUNTING HEIGHTS, LOCATIONS AND

COLOR (FINISH) OF ALL DEVICES AND EQUIPMENT WITH THE ARCHITECT AND/OR OWNERS
REPRESENTATIVE PRIOR TO ROUGH-IN.

EC IS TO KEEP A CURRENT COPY OF THE AS—BUILT CONDITIONS DURING THE PROJECT. AT
THE END OF THE PROJECT, THE EC SHALL TURN OVER TO THE OWNER 3 COPIES OF THE
FINAL AS—BUILT DRAWINGS.

NO PLUMBING TO BE RUN THROUGH ELECTRICAL VAULT ROOMS.

CODED NOTES
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EXISTING EQUIPMENT TO REMAIN & BE RELOCATED. EC TO PROVIDE AND INSTALL CONDUIT AND

WRE TO EXTEND CIRCUITS TO LOCATIONS SHOWN AS NECESSARY. RECONNECT TO EXISTING BREAKER IN PANEL.
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EC TO PROVIDE AND INSTALL J-BOX WITH DUPLEX FOR RELOCATED MENU BOARD. PROVIDE 2" CONDUIT WITH [ | PANEL A’ N
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KITCHEN EQUIPMENT ELECTRICAL SCHEDULE ETB", P »
NOTE:
b ALL 125 VOLT, SINGLE PHASE 15 @
S =< " AND 20 AMP RECEPTACLES
z ol 5| w < o |2l Y INSTALLED IN KITCHEN AND SERVICE
B |5 EQUIPMENT DESCRPTON | = | 2 | & g 2|2 Z| Rewarss SHALL HAVE GFI PROTECTION. GFI PO,}N IT:R;,PLAN
DEVICES TO BE WIRED WITH 1/4°=1-0
D-1 | 1 |COFFEE BREWER X [ 44" [sco| m©asiNne [13.8[208] 1 [RELOCATE EXISTNG DEDICATED HOT, NEUTRAL AND
D-1A| 1 |COFFEE TEA HOLDING TIMER X [ 44" |sco| ExsuNe | 2.4 [120] 1 |RELOCATE EXISTING GROUND.
D-3 | 1 |WORKTOP REFRIGERATOR X [ 18" [ sco| NEMA 5-15P | 4.0 [115] 1 [NEW EQUIPMENT
D-4 | 2 |[ICE CREAM SPINNER x [ 48" [sco| mBasiNe | 5.6 [120] 1 [RELOCATE EXISTING NOTE: NOTE-
D-5 | 1 [ICE CREAM FREEZER X [ - [sco[ NEMA 5-15p | 1.8 [115] 1 [RELOCATE EXiSTNG VERIFY ALL POWER REQUIREMENTS AND ALL LIGHTING & SWITCHING IS EXISTING
D-7 | 1 |TEA BREWER X | 44" | SCO | NEMA 5-15P | 13.8 [208] 1 |RELOCATE EXISTING HEIGHTS WITH KITCHEN EQUIPMENT. TO REMAIN, ROTATE LIGHT FIXTURE IN
D-8 | 2 |ICE CREAM DIPWELL N I Z — | = | = [RELOCATE EXISTING ';EX’NgFF'CE PER ARCHITECTURAL
E=3| 1 [mRvER x [ 18" [ sco | NEMA 5-15p | 7.5 [120] 1 [NEW EQUIPMENT )
G-5 | 2 |[MICROWAVE x [ - [sco| NEMA 6-15R [13.5[208] 1 [NEW EQUIPMENT
6-20| 1 [uc REFRIGERATOR x [ 18" [ sco| NEMA 5-15p | 2.3 [120] 1 [NEW EQUIPMENT
-5 | 1 |ELECTRONIC SAFE -1 -1- - - [ = - [ReELocATE EXISTNG PANEL WIRING SCHEDULE (3'PHASE)
6 | 1 |ELECTRONIC SAFE -1 -1- - - [ - - [ReLocATE ExisTING - e o
PANELBOARD A" AK.A. 'FVP3 VOLTAGE _120/208 PHASE _3 _ WRE 4 AIC RATING _EXISTING
-8 | 1 |ORDER STATION il Bl - — | = [ — |RELOCATE EXISTING PANEL TYPE EXISTING MAINS __400A MCB MAINS RATING__400A
J-9 1 |PRINTER - | - - - — | = | — |RELOCATE EXISTING NEMA TYPE ENCLOSURE ____ 1 MOUNTING _FLUSH OPTIONS __ —— NOTE
10| 1 [CASH DRAWER -1 -1- - - [ -1 - [ReELocATE ExISTNG
M-15| 1 |DIGITAL MENU BOARD - - - - - |110| - |RELOCATE EXISTING CKT. BRKR. N.EC. | NEC. | N.EC. NEC. | NEC. | NEC. BRKR. CKT.
KVA | KVA | KVA |PHASE| KVA | KVA | KVA
0-6 | 1 |[cow PAN X [ - [sco| NEMA 5-15p |12.0 [120] 1 [NEW EQUIPMENT NO. LOAD DESCRIPTION SIZE. |NOTE oA 9B oC oA 9B 6C NOTE| SIZE LOAD DESCRIPTION NO.
0-7 | 2 [HoT wew X | - [sco| NEMA 6-15p | 6.0 [208] 1 [NEW EQUIPMENT 1 |EX/EM NIGHTUIGHTS EX | 0.300 A | 1.404 20/2 |sMICROWAVE 2 |3
0-8 | 1 [GRILL TOASTER CLAMSHELL X [ - [sco| NEMA 5-15p [15.0 [120] 1 [NEW EQUIPMENT g EOGJ\IESNIBJCE - g 1.250 - g 1.404 o 072 ‘MICROWAVE g
0-9 | 1 [SPUT LD PRESS GRILL X [ - [sco| NEMA 5-20p [18.3[120] 1 [NEW EQUIPMENT =T CONVENIENGE REG & 0380 : ERERTY! : 1 3 $
NOTE: VERIFY EQUIPMENT FLUG TYPES WITH EQUIPMENT SUPPLER. 63| 9 |WORKTOP REFRIGERTOR GFCI 0.480 B 0.620 15/2 [¢HOT WELL 10 |6
11 |REACH IN EX 1.200 | C 0.620 ) 12
+0-3| 13 | GRILL/TOASTER CLAMSHELL GFCI | 1.800 A | 0.620 15/2 [sHOT WELL 14 |
15 |COOLER LIGHTS EX 1.000 B 0.620 : 16
+63| 17 [SPUT LD PRESS GRILL 25/1 GFCI 2196 C 0.800 | EX SIGN 18
ELECTRICAL LEGEND 19 [IG REC — DWR 0.360 A | 2.500 ’ 20
21 |COOLER EVAP EX 1.200 B 2.500 60/3 [$TRASH COMPACTOR 22
23 |COOLER COND Iso/z EX 0.950| C 2.500 ) 24 ~
25 |- EX | 0.950 A | 1.440 NL COLD PAN 26 |¢
() 120 VOLT, 20 AMP, DUPLEX RECEPTACLE o STONT TP = — 5 5900 N ERVER 26
29 |EXHAUST FAN EX 1.200 | C — [ ST SHUNT TRIP 30
(]Z[)wp 120 VOLT, 20 AMP, WEATHER PROOF DUPLEX RECEPTACLE 31 [MAU EX | 0.900 A | 0.750 IG REC OFFICE 32
33 |REACH—IN FREEZER y 20/2| EX 1.000 B 0.360 IG REC OFFICE 34
35 |- 1.000 | C 0.180 | EX IG REC MONITOR 36
@cr| 120 VOLT, 20 AMP, GROUND FAULT INTERRUPTER RECEPTACLE e REe = OFFCE SAEF 5540 5950 = R 38
39 |IG REC — OFFICE SHELF 0.360 B 0.180 EX IG REC 40
o 120 VOLT, 20 AMP, DOUBLE DUPLEX RECEPTACLE 41 [IG REC — OFFICE SHELF 0.360 | C 0.276 IG REC 2 |
NOTES PANEL LOAD SUMMARY BREAKER NOTES:
e | 120 VOLT, 20 AMP, DUPLEX ISOLATED GROUND RECEPTACLE 1. ALL CIRCUIT BREAKERS TO BE 20—~AMP, 1-POLE UNLESS OTHERWISE NOTED. L0 — HANDLE LOCK—OFF DEVICE
2. ALL PHASES TO BE BALANCED TO WITHIN 10% USING ACTUAL LOAD TOTALS. NEC. °°N.'iE°TED T1°IA0Li8 1 ST — SHUNT TRP TYPE
9 120 VOLT, 20 AMP, DUPLEX WITH USB CHARGER RECEPTACLE. - GFCl — GROUND FAULT CIRCUIT INTERRUPTER
98 11.874 | KVA | HACR - HEATING, A/C & REFRIGERATION
9C 13.046 | KVA | EX - EXISTING BREAKER TO REMAIN
$ SINGLE GANG 20A LIGHTING SWITCH TOTAL|  38.968 | KVA | NL — NEW LOAD ON EXISTING BREAKER.
108.3 AMPS

AA

£

WHERE NECESSARY.

$3 THREE WAY 20A LIGHTING SWITCH

P4 FOUR WAY 20A LIGHTING SWMITCH

VERIFY SWITCHPLATE AND RECEPTACLE
PLATE FINISHES WMITH OWNER

D] WALL BOX DIMMER AT 42" AFF (600W)
120 VOLT, 20 AMP, JUNCTION BOX

TELEPHONE/DATA MOUNTING PLATE AND PULL STRING TO ABOVE
ACCESSABLE CEILING. PROVIDE 3/4"C. TO ABOVE ACCESSABLE CEILING

MOUNT ALL LIGHT SWITCHES AT 48" AFF TO MATCH EXISTING

MOUNT ALL RECEPTACLES AT 18"AFF TO MATCH EXISTING UNLESS NOTED OTHERWSE.

ELECTRICAL DEVICES WITH 'EX’ DESIGNATION ARE EXISTING TO REMAIN.

EXISTING CONDITION NOTES

THESE DRAWINGS ARE BASED ON INFORMATION PROVIDED TO OUR OFFICE
AT THE TIME OF DESIGN. THEREFORE, IT IS THE CONTRACTOR’S
RESPONSIBILITY TO VERIFY ALL EXISTING CONDITIONS INCLUDING BUT NOT
LIMITED TO, SERVICE LOCATION, SERVICE LAYOUTS, SECONDARY FEEDER
LENGTH, TELEPHONE SERVICE LOCATION, ETC... AND REPORT ANY
DISCREPANCIES TO THE ARCHITECT PRIOR TO BID. FAILURE TO DO SO MAY
CONSTITUTE THAT THE CONTRACTOR PROVIDE ANY AND ALL ADDITIONAL
EQUIPMENT, LABOR, ETC... TO MEET THE INTENDED DESIGN PARAMETERS.
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