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1.	THE KITCHEN CONTRACTOR WILL BE RESPONSIBLE FOR CRITICAL DIMENSIONS, PLUMBING, AND ELECTRICAL SPECIFICATIONS FOR EQUIPMENT SUPPLIED BY THE KITCHEN CONTRACTOR WILL BE RESPONSIBLE FOR CRITICAL DIMENSIONS, PLUMBING, AND ELECTRICAL SPECIFICATIONS FOR EQUIPMENT SUPPLIED BY KITCHEN CONTRACTOR. ALL OTHER MECHANICALS, LOCATIONS, AND SPECIFICATIONS SHOWN ON THE DRAWING FOR THE CONVENIENCE OF THE CUSTOMER, BUT NOT SUPPLIED BY THE KITCHEN CONTRACTOR SHOULD BE CHECKED AND VERIFIED BY THE ARCHITECT, OWNER AND/OR CONTRACTOR. THE PLUMBING CONTRACTOR SHALL APPLY FOR ALL NECESSARY PERMITS AND SHALL SOLICIT INSPECTIONS AND APPROVALS AS REQUIRED. 2.	PLUMBING CONTRACTOR TO FURNISH ALL CONDENSATE DRAINS AND INDIRECT WASTE LINES REQUIRED FOR REFRIGERATION AND OTHER EQUIPMENT. PLUMBING CONTRACTOR TO FURNISH ALL CONDENSATE DRAINS AND INDIRECT WASTE LINES REQUIRED FOR REFRIGERATION AND OTHER EQUIPMENT. 3.	PLUMBING CONTRACTOR TO VERIFY ALL DIMENSIONS PER ARCHITECTURAL DRAWINGS, PROCURE ALL PERMITS, PREPARE STACK DIAGRAMS, ETC. (IF REQUIRED) PLUMBING CONTRACTOR TO VERIFY ALL DIMENSIONS PER ARCHITECTURAL DRAWINGS, PROCURE ALL PERMITS, PREPARE STACK DIAGRAMS, ETC. (IF REQUIRED) AND SOLICIT INSPECTIONS AND APPROVALS AS REQUIRED. 4.	WHILE EVERY ATTEMPT HAS BEEN MADE IN THE PREPARATION OF THIS PLAN TO AVOID MISTAKES, THE DESIGNER AND COMPANY CANNOT GUARANTEE WHILE EVERY ATTEMPT HAS BEEN MADE IN THE PREPARATION OF THIS PLAN TO AVOID MISTAKES, THE DESIGNER AND COMPANY CANNOT GUARANTEE AGAINST ERROR OR UNFORESEEN FIELD CONDITIONS. THE CONTRACTOR OR BUILDER MUST CHECK ALL DIMENSIONS AND DETAILS AND REPORT ANY DISCREPANCIES. 5.	PLUMBING CONTRACTOR MUST CHECK EQUIPMENT NOT IN CONTRACT SO THAT THE SERVICE REQUIREMENTS ARE CORRECTLY TYPED, ADEQUATELY SIZED AND PLUMBING CONTRACTOR MUST CHECK EQUIPMENT NOT IN CONTRACT SO THAT THE SERVICE REQUIREMENTS ARE CORRECTLY TYPED, ADEQUATELY SIZED AND ROUGHED-IN PROPERLY SO AS TO MINIMIZE THE AMOUNT OF MATERIALS AND FITTINGS NEEDED FOR FINAL HOOK-UP RESULTING IN A NEAT AND ORDERLY LOOKING INSTALLATION. 6.	ALL SERVICES SHOWN WITH SYMBOLS CENTERED ON FACE OF WALL SHOULD BE BROUGHT TO THAT POINT CONCEALED IN WALL AND STUBBED OUT OF WALL ALL SERVICES SHOWN WITH SYMBOLS CENTERED ON FACE OF WALL SHOULD BE BROUGHT TO THAT POINT CONCEALED IN WALL AND STUBBED OUT OF WALL CENTERED AT HEIGHT SHOWN BY KITCHEN EQUIPMENT SUPPLIER OR ARCHITECT. DO NOT STUB OUT FLOOR AND RUN EXPOSED UP FACE OF WALL. 7.	ALL SERVICES SHOWN WITH SYMBOLS AWAY FROM ANY WALL OR COLUMN SHOULD BE STUBBED OUT OF FLOOR TO A MAXIMUM OVERALL HEIGHT AS SHOWN ALL SERVICES SHOWN WITH SYMBOLS AWAY FROM ANY WALL OR COLUMN SHOULD BE STUBBED OUT OF FLOOR TO A MAXIMUM OVERALL HEIGHT AS SHOWN BY KITCHEN EQUIPMENT SUPPLIER OR ARCHITECT. 8.	ALL LABOR, TRAPS, TAILPIECES, STRAINERS, PRESSURE REDUCING VALVES AND FITTINGS REQUIRED FOR FINAL CONNECTION OF EQUIPMENT AS NECESSARY TO ALL LABOR, TRAPS, TAILPIECES, STRAINERS, PRESSURE REDUCING VALVES AND FITTINGS REQUIRED FOR FINAL CONNECTION OF EQUIPMENT AS NECESSARY TO COMPLY WITH ALL CODES, INCLUDING ALL INTERCONNECTIONS, TO BE FURNISHED BY PLUMBING CONTRACTOR. 9.	ALL WORK SHALL BE PERFORMED IN A NEAT AND PROFESSIONAL MANNER USING GOOD ENGINEERING PRACTICES. ALL WORK SHALL CONFORM TO THE ALL WORK SHALL BE PERFORMED IN A NEAT AND PROFESSIONAL MANNER USING GOOD ENGINEERING PRACTICES. ALL WORK SHALL CONFORM TO THE STATE'S, COUNTY'S, CITY'S, AND LOCAL CODES AND ORDINANCES, SAFETY AND HEALTH CODES, NFPA CODES, ENERGY CODES AND ALL OTHER APPLICABLE CODES AND REQUIREMENTS. THE CONTRACTOR SHALL INQUIRE INTO AND COMPLY WITH ALL APPLICABLE CODES, ORDINANCES, AND REGULATIONS. AFTER CONTRACT IS ISSUED, NO ADDITIONAL COST DUE TO CODE ISSUES SHALL BE REIMBURSED BY THE OWNER TO THE CONTRACTOR. 10.	INSULATE ALL WATER AND INTERIOR CONDENSATE PIPING WITH 1" THICK (K=0.23 @ 75 F) SNAP-ON FIBERGLASS PIPE INSULATION WITH AN ALL SERVICE INSULATE ALL WATER AND INTERIOR CONDENSATE PIPING WITH 1" THICK (K=0.23 @ 75 F) SNAP-ON FIBERGLASS PIPE INSULATION WITH AN ALL SERVICE JACKET TO MEET LOCAL CODES AND UL FLAME SPREAD RATING OF 25 AND SMOKE DEVELOPED RATINGS OF 50. APPROVED MANUFACTURER: MANVILLE MICRO-LOK. 11.	ALL WATER AND INTERIOR CONDENSATE PIPING THAT IS RUN IN EXTERIOR WALLS TO BE RUN ON INTERIOR SIDE OF WALL INSULATION. FIELD COORDINATE. ALL WATER AND INTERIOR CONDENSATE PIPING THAT IS RUN IN EXTERIOR WALLS TO BE RUN ON INTERIOR SIDE OF WALL INSULATION. FIELD COORDINATE. 12.	INDERECT WASTES TO BE COPPER INCLUDING COOLER, 1-COMP SINK, 4-COMP SIN, ICE MACHINE, HOT TABLE DRAINS AND ALL OTHERS INDERECT WASTES TO BE COPPER INCLUDING COOLER, 1-COMP SINK, 4-COMP SIN, ICE MACHINE, HOT TABLE DRAINS AND ALL OTHERS 13.	HAND SINK P-TRAPS TO BE CHROME PLATED BRASS HAND SINK P-TRAPS TO BE CHROME PLATED BRASS 14.	HAND SINK WATER SUPPLY LINES TO BE BRAIDED. HAND SINK WATER SUPPLY LINES TO BE BRAIDED. 15.	FLOOR SINKS TO BE CAST IRON WITH BRASS 1/2 OR 3/4 GRATES PER PLANS. FLOOR SINKS TO BE CAST IRON WITH BRASS 1/2 OR 3/4 GRATES PER PLANS. 16.	RESTROOM FLOOR DRAINS TO BE AT LEAST 4 FEET FROM TOILET TO ACCOMODATE 4 FOOT SLOPED AREA AROUND FLOOR DRAIN.RESTROOM FLOOR DRAINS TO BE AT LEAST 4 FEET FROM TOILET TO ACCOMODATE 4 FOOT SLOPED AREA AROUND FLOOR DRAIN.
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1.	P.C. SHALL PROVIDE AND INSTALL NEW GREASE LINE. CONNECT TO EXISTING GREASE P.C. SHALL PROVIDE AND INSTALL NEW GREASE LINE. CONNECT TO EXISTING GREASE LINE AT THIS LOCATION.  NEW GREASE LINE SHALL RUN EXPOSED IN BASEMENT CEILING.  FIELD COORDINATE EXACT ROUTING BEFORE WORK BEGINS. COORDINATE WITH G.C. AND TOLL AUTHORITY ENGINEER FOR ANY REQUIRED DRILLING THRU FLOOR. 2.	P.C. SHALL PROVIDE AND INSTALL NEW PIPING FOR INDIRECT DRAIN TO FLOOR SINK P.C. SHALL PROVIDE AND INSTALL NEW PIPING FOR INDIRECT DRAIN TO FLOOR SINK BELOW. PROVIDE AND INSTALL FLOW RESTRICTOR AS NECESSARY TO ENSURE FLOOR SINK DOES NOT OVERFLOW. INSTALL 2" THREADED NIPPLE AT END OF LINE ABOVE FLOOR SINK ON KITCHEN SINKS. PIPING FROM PLUMBING FIXTURE TO INDIRECT DRAIN SHALL HAVE A MINIMUM 1" AIR GAP ABOVE FLOOR SINK.   3.	P.C. SHALL PROVIDE AND INSTALL NEW HOT AND COLD WATER PIPING. CONNECT TO P.C. SHALL PROVIDE AND INSTALL NEW HOT AND COLD WATER PIPING. CONNECT TO EXISTING PIPING AND ROUTE TO NEW FOOD PREP. SINK. DROP PIPING DOWN IN NEW WALL. FIELD VERIFY EXACT ROUTING AND LOCATION OF CONNECTIONS BEFORE WORK BEGINS. PROVIDE AND INSTALL SHUT-OFF VALVES AND TRUEBRO PROTECTIVE PIPE SLEEVES. 4.	P.C. SHALL PROVIDE AND INSTALL NEW VENT PIPING. CONNECT NEW VENT PIPING TO P.C. SHALL PROVIDE AND INSTALL NEW VENT PIPING. CONNECT NEW VENT PIPING TO EXISTING VENT PIPING SYSTEM.  FIELD VERIFY EXACT ROUTING AND LOCATION OF CONNECTION.  NOTE: CEILING AREA IS BEING USED AS A PLENUM STYLE RETURN FOR HVAC. NO PVC PIPING IS ALLOWED. 5.	P.C. SHALL PROVIDE AND INSTALL NEW SANITARY PIPING AT THIS LOCATION. CONNECT P.C. SHALL PROVIDE AND INSTALL NEW SANITARY PIPING AT THIS LOCATION. CONNECT NEW SANITARY LINE TO EXISTING SANITARY LINE, ROUTE TO PLUMBING FIXTURES AS SHOWN ON PLAN. 6.	P.C. SHALL PROVIDE AND INSTALL NEW FLOOR DRAIN FOR NEW CUSTOM FRONT P.C. SHALL PROVIDE AND INSTALL NEW FLOOR DRAIN FOR NEW CUSTOM FRONT COUNTER TOP.  COORDINATE WITH THE G.C. AND MANUFACTURE FOR EXACT LOCATION OF FLOOR DRAIN. NOTE: EXISTING SANITARY IS EXPOSED IN BASEMENT CEILING. PROVIDE AND INSTALL TRAP PRIMER. COORDINATE WITH G.C. AND TOLL AUTHORITY ENGINEER FOR ANY REQUIRED DRILLING THRU FLOOR. 7.	EXISTING ICE CREAM FREEZER IS TO BE RELOCATED AS SHOWN. ICE CREAMING EXISTING ICE CREAM FREEZER IS TO BE RELOCATED AS SHOWN. ICE CREAMING DIPPING WELLS REQUIRE SUPPLY WATER AND INDIRECT DRAINAGE.  P.C. TO ROUTE DRAINAGE TO NEW FLOOR DRAIN.  P.C. SHALL EXTEND EXISTING WATER PIPING FROM ADJACENT SINK TO PROVIDE DIP WELL SUPPLY WATER. P.C. SHALL PROVIDE AND INSTALL REQUIRED VALVING, AND/OR CONNECTIONS FOR DIP WELL. 8.	P.C. SHALL PROVIDE AND INSTALL NEW FLOOR DRAIN FOR NEW LOCATION OF ICE P.C. SHALL PROVIDE AND INSTALL NEW FLOOR DRAIN FOR NEW LOCATION OF ICE CREAM FREEZER. NOTE: TRAP PRIMER WILL NOT BE REQUIRED DUE TO CONSTANT FLOW OF DRAINAGE INTO FLOOR DRAIN. 9.	EXISTING SUPPLY WATER LINE FOR DIP WELLS TO BE CAPPED AND SEALED BY P.C. EXISTING SUPPLY WATER LINE FOR DIP WELLS TO BE CAPPED AND SEALED BY P.C. FIELD VERIFY EXACT REQUIREMENTS BEFORE WORK BEGINS.  COORDINATE WITH G.C. TO ENSURE FLOOR IS PATCHED AND SEALED. 10.	CONNECT NEW HOT AND COLD WATER PIPING TO EXISTING PIPING.  DROP DOWN IN CONNECT NEW HOT AND COLD WATER PIPING TO EXISTING PIPING.  DROP DOWN IN WALL AND ROUTE HORIZONTALLY TO NEW CABINET WITH BUILT IN HAND SINK. PROVIDE AND INSTALL SHUT OFF VALVES AND TRUEBRO PROTECTIVE PIPE SLEEVES. OPENING FOR SUPPLY WATER PIPING SHOULD ROUTE THRU THE SIDE OF CABINET. FIELD COORDINATE WITH MANUFACTURE AND KITCHEN SUPPLIER FOR EXACT ROUTING FOR SINK CONNECTIONS.  11.	EXISTING GAS PIPING AND MANIFOLD TO REMAIN. EXISTING DOUBLE STACK OVEN IS TO EXISTING GAS PIPING AND MANIFOLD TO REMAIN. EXISTING DOUBLE STACK OVEN IS TO BE REPLACED WITH NEW DUAL FRYERS SET.  EXISTING PIPING IS SIZED FOR 350 MBH TOTAL.  NEW FRYERS ONLY REQUIRE 72.5 MBH TOTAL.  P.C. TO ENSURE A TRANSITION OF 1" QUICK DISCONNECT HOSE CONNECTIONS ARE INSTALLED FOR NEW FRYERS. P.C. TO COORDINATE WITH KITCHEN SUPPLIER TO CONNECT NEW FRYERS. 12.	P.C. SHALL EXTEND NEW COLD WATER PIPING. DROP DOWN IN WALL AND ROUTE P.C. SHALL EXTEND NEW COLD WATER PIPING. DROP DOWN IN WALL AND ROUTE HORIZONTALLY TO NEW CUSTOM FRONT COUNTER TOP. PROVIDE SHUT OFF VALVE.  COORDINATE WITH THE G.C. AND MANUFACTURE FOR EXACT LOCATION 13.	COFFEE AND TEA BREWERS ARE TO BE INSTALLED AND CONNECTED TO FILTERED COFFEE AND TEA BREWERS ARE TO BE INSTALLED AND CONNECTED TO FILTERED WATER SYSTEM.  FIELD VERIFY EXACT LOCATION AND REQUIREMENTS OF EXISTING FILTERED WATER SYSTEM. FILTERED WATER LINE TO BE EXTENDED AS REQUIRED FOR NEW LOCATION, AND TO BE CONNECTED, PROVIDED AND INSTALLED BY VENDOR.   
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FLOOR SINK - ZURN MODEL #1902 WHITE A.R.E. INTERIOR CAST IRON BODY, SEEPAGE PAN 1/2 NICKEL BRONZE STRAINER, SIZE BOTTOM OUTLET AS SHOWN ON THE SANITARY STACK ON THIS SHEET. FLOOR DRAIN WITH FUNNEL - ZURN MODEL #415B CAST IRON BODY WITH TYPE "B" STRAINER, 4" FUNNEL PREP. SINK - 1 COMPARTMENT SINK WITH RIGHT HAND DRAIN BOARD, BY WASSERSTROM.  SINK TO BE INSTALLED WITH NEW T&S BRASS AND BRONZE WORKS, WALL MOUNTED BASE MIXING FAUCET MODEL# B-0133.  MIXING FAUCET SHALL COME WITH OVERHEAD SPRING AND SPRAY VALVE ASSEMBLY. PROVIDED BY OWNER.

AutoCAD SHX Text
2

AutoCAD SHX Text
FS

AutoCAD SHX Text
PS-1

AutoCAD SHX Text
PS-1

AutoCAD SHX Text
3

AutoCAD SHX Text
4

AutoCAD SHX Text
4

AutoCAD SHX Text
5

AutoCAD SHX Text
5

AutoCAD SHX Text
6

AutoCAD SHX Text
EX G

AutoCAD SHX Text
7

AutoCAD SHX Text
8

AutoCAD SHX Text
9

AutoCAD SHX Text
NEW FRYERS BY OTHERS

AutoCAD SHX Text
10

AutoCAD SHX Text
SEE SHOP DRAWINGS, COORDINATE WITH KITCHEN SUPPLIER AND G.C. 

AutoCAD SHX Text
VENT

AutoCAD SHX Text
1-1/4"

AutoCAD SHX Text
11

AutoCAD SHX Text
12

AutoCAD SHX Text
13

AutoCAD SHX Text
GR SAN

AutoCAD SHX Text
EX GR

AutoCAD SHX Text
V

AutoCAD SHX Text
2

AutoCAD SHX Text
4

AutoCAD SHX Text
N.T.S.

AutoCAD SHX Text
SEE STACK-A

AutoCAD SHX Text
%%UFS

AutoCAD SHX Text
3"

AutoCAD SHX Text
1-1/2"

AutoCAD SHX Text
EXISTING SANITARY VENT

AutoCAD SHX Text
EX V

AutoCAD SHX Text
O-2

AutoCAD SHX Text
6

AutoCAD SHX Text
%%UFD

AutoCAD SHX Text
EX SAN

AutoCAD SHX Text
V

AutoCAD SHX Text
4

AutoCAD SHX Text
5

AutoCAD SHX Text
6"

AutoCAD SHX Text
6"

AutoCAD SHX Text
3"

AutoCAD SHX Text
1-1/2"

AutoCAD SHX Text
SEE STACK-B

AutoCAD SHX Text
N.T.S.

AutoCAD SHX Text
EX SAN

AutoCAD SHX Text
6"

AutoCAD SHX Text
SEE STACK-C

AutoCAD SHX Text
8

AutoCAD SHX Text
%%UFD

AutoCAD SHX Text
5

AutoCAD SHX Text
N.T.S.

AutoCAD SHX Text
3"

AutoCAD SHX Text
SEE RISER-A

AutoCAD SHX Text
SEE RISER-B

AutoCAD SHX Text
3

AutoCAD SHX Text
1/2"

AutoCAD SHX Text
N.T.S.

AutoCAD SHX Text
EX CW

AutoCAD SHX Text
PS-1 

AutoCAD SHX Text
EX HWR

AutoCAD SHX Text
EX HW

AutoCAD SHX Text
EX CW

AutoCAD SHX Text
EX HR

AutoCAD SHX Text
EXISTING SINK

AutoCAD SHX Text
O-2

AutoCAD SHX Text
12

AutoCAD SHX Text
O-1

AutoCAD SHX Text
10

AutoCAD SHX Text
1/2"

AutoCAD SHX Text
1/2"

AutoCAD SHX Text
N.T.S.

AutoCAD SHX Text
8"

AutoCAD SHX Text
CW

AutoCAD SHX Text
HW

AutoCAD SHX Text
CW

AutoCAD SHX Text
CW

AutoCAD SHX Text
SEE PLUMBING STACKS AND RISERS ON THIS SHEET FOR PIPING SIZES.

AutoCAD SHX Text
SAN

AutoCAD SHX Text
CW

AutoCAD SHX Text
CW

AutoCAD SHX Text
HW

AutoCAD SHX Text
exist.

AutoCAD SHX Text
SEE M2.0 FOR PLUMBING SPECIFICATIONS SECTION 15200. 

AutoCAD SHX Text
NOTE: THE EXISTING GREASE INTERCEPTOR CAPACITY IS 1500 GALLONS, : THE EXISTING GREASE INTERCEPTOR CAPACITY IS 1500 GALLONS, 150 GPM, 300 LB RETENTION. EXISTING FIXTURES PLUMBED TO EXISTING GREASE INTERCEPTOR: : (2)-THREE COMPARTMENT SINKS. ONLY ONE SHOWN ON CURRENT PLAN.  (1)-MOP SINK. AS SHOWN. EXISTING THREE COMPARTMENT: 21"X22"X14" BASIN BASIN VOLUME: 21 * 22 * 14 * 0.75 = 6468 CU. IN. 6468 CU. IN / 231 CU. IN/GALLON = 28 GAL TOTAL VOL: 28 * 3 = 84 GAL EXISTING MOP SINK: 20"X20"X4"BASIN BASIN VOLUME: 20*20*4*0.75 = 1200 1200 CU. IN / 231 CU. IN/GALLON = 5.1 GAL TOTAL VOL: 5.1 * 1 = 5.1 GAL TOTAL EXISTING VOL. = 2(84)+5.1 = 173.1 NEW FIXTURES BEING ADDED: : (1)-PREP. SINK PREP. SINK: 24"X18"X14" BASIN BASIN VOLUME: 24*18*14*0.75 = 4536 4536 CU. IN / 231 CU. IN/GALLON = 19.6 GAL TOTAL VOL: 19.6 * 1 = 19.6 GAL NEW TOTAL VOL. = 173.1+19.6 = 192.7 THE MINIMUM REQUIRED FLOW RATE TO ACHIEVE A TWO MINUTE DRAIN TIME IS 96.3 GPM.  PER THE 2009 IPC TABLE 1003.3.4.1, THIS CORRESPONDS TO A GREASE RETENTION CAPACITY OF AT LEAST 192 LBS. THE EXISTING 1500 GALLON GREASE INTERCEPTOR IS SUFFICIENT. 
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DESIGN DRAWINGS ARE SCHEMATIC. THIS CONTRACTOR SHALL VISIT THE SITE PRIOR TO BIDDING OR AWARD OF CONTRACT TO INSPECT EXISTING FIELD CONDITIONS. THIS CONTRACT SHALL INCLUDE ALL LABOR AND MATERIALS NECESSARY FOR FIELD MODIFICATIONS DUE TO EXISTING CONDITIONS. CONTACT THE ARCHITECT, ENGINEER OR OWNER PRIOR TO BIDDING FOR INTERPRETATIONS AND CLARIFICATIONS OF THE DESIGN AND INCLUDE IN HIS BID ALL COSTS TO MEET THE DESIGN INTENT. CLARIFICATIONS MADE BY THE ARCHITECT, ENGINEER OR OWNER AFTER BIDDING WILL BE FINAL AND SHALL BE IMPLEMENTED AT CONTRACTORS COST. BIDDING CONTRACTORS SHALL HAVE A WORKING KNOWLEDGE OF LOCAL CODES AND ORDINANCES AND SHALL INCLUDE IN THEIR BIDS THE COSTS FOR ALL WORK INSTALLED IN STRICT ACCORDANCE WITH GOVERNING CODES, THE PLANS AND SPECIFICATIONS NOT WITHSTANDING. THE CONTRACTOR SHALL ALERT ARCHITECT, ENGINEER OR OWNER OF ANY APPARENT DISCREPANCIES BETWEEN GOVERNING CODES AND DESIGN INTENT.
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